1. Technology used will be VPI (Vacuum Pressure Impregnation).

2. This is a supplier know-how. We ask for your understanding.

3. Technology used will be VPI (Vacuum Pressure Impregnation).

4. Partial discharges are prevented by the glow protection tape. Hot spots in the package are avoided
by insulating the sheets from each other. If necessary, these sheets are deburred and re-insulated
beforehand.

5. Drip plates are installed under the cooler to guide the condensation water or leaks into the leakage
water box.

6. Insulation class F (max. 155°C) is standard.

1. Zastosowana technologia to VPI (impregnacja prézniowa).

2. Jest to know-how dostawcy. Prosimy o wyrozumiatosc.

3. Zastosowana technologia to VPI (impregnacja prézniowa).

4. Tasma chronigca przed zarzeniem zapobiega wytadowaniom czesciowym. Gorgcych punktow w
opakowaniu unika sie poprzez izolacje arkuszy od siebie. W razie potrzeby arkusze te sg wczesniej
usuwane i ponownie izolowane.

5. Pod chtodnicg instaluje sie ptyty ociekowe, ktdre odprowadzajg skropliny lub wycieki do skrzynki na
wode wyciekowa.

6. Klasa izolacji F (maks. 155°C) jest standardem.



