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DLAZBA / PAVEMENT / PFLASTERUNG
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CHEMICKA KOTVA 4x M12x165
CHEMICAL ANCHOR
CHEMISCHER ANKER

U VSECH NEREZOVYCH VARIANT xxxN POUZIT ROZMER [ ]
) IR FOR VERSION xxxN USE DIMENSION [ ]

o

=]

<
o14 DATE: 24.2019  V:00
PRUMER VRTANI :24. :
DRILL DIAMETER minimal load-bearing capacity of the soil 150kPa
BOHRDURCHMESSER

LVS - VERA SOLO - 670/670N

All rights reserved. Protection of industrial design
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Razméry vyrobkis maji informativni charakter. Viyrobce s vyhrazuje pravo na zménu technické specifikace bez pfedchoziho upozoméni. Rozméry spodni stavby a zplisob osazeni vyrobku jsou zdvazné. Minimalni Unosnost zakladové pldy 150kPa. Roztede kotev rozméfovat dle rozmérl dodaného vyrobku

All product sizes have an informative character. The producer reserves the right to amend the technical specification at any time without previous warning. The size of foundantion baseplate and the method of mounting of the product are imperative. Minimal load-bearing capactty of the soil 150kPa Anchor spacing measure out by measurements d supplied product

Die Abmessungen der Produkte sind informativ. Der Hersteler behat sich das Rechtan der vor, ohne vorher darauf der ~Unterbau und Art des sind Mmmum 150 kPa. geman de

Dimensions des produits sont & titre informatif seulement. Le fabricant se réserve le droit de modifier les spé sans préavis. D des fondations et maniére de |implantation du produtt sont obligatoire. La capacité portante du sol 150 kPa partir des du produit Ime

Las dimensiones de los productos tienen caracter informativo. B fabricante se reserva el derecho de cambio de la espeaficacion técnica sin aviso previo. Tanto las dimensiones de las bases de cimentacion como el sistema de filacién son Inalterables. Capackdad portante mmlma oel suelo 150kPa. Hay que msdr el espaciamiento de anclajes segin las dimensiones del producto suministrado.




