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TEST PROPERTY 

BREATHABILITY - DIFFERENTIAL PRESSURE* 

IS: 16289:2014 

Flow rate: 8 Lit/min 

Specimen area :4.9 cm2 

CUST0l 

SPECIMEN Pressure 
Pa 

SAMPLE 1 90 

SAMPLE 2 88 

SAMPLE 3 92 

SAMPLE 4 84 

SAMPLE 5 96 

BACTERIAL FILTRATION EFFICIENCY (BFE)* 

ASTM F 2101:2019 

CUST0l 

INOCULUM SIZE 

MEDIUM USED 

FLOW RATE OF AEROSOL 

SAMPLE EXPOSURE SIDE 

MEAN PARTICLE SIZE OF 

CHALLENGE AEROSOL 

AVERAGE PLATE COUNT OF 

POSITIVE CONTROLS 

AVERAGE PLATE COUNT OF 

NEGATIVE CONTROLS 

BACTERIAL FILTRATION 

EFFICIENCY AVG. % 

SAMPLE 1 

SAMPLE 2 

SAMPLE 3 

SAMPLE 4 

SAMPLE 5 

 

RESULT 

Differentia! Pressure 
Pa/cm2 

18.37 

17.96 

18.78 

17.14 

19.59 

staphy 

us 

o 

60.5 

60.4 

59.6 

61.2 

60.8 

60.3 

*Note: - Above tests has been subcontracted with Eurofins approved lab.

Report Code 

Sample No 

UNIT 

Average 
Pa/cm2 

18.37 

************** END OF REPORT*************** 
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REQUIREMENT 

Requirement 
Pa/cm2 

Class 1 - 29.4 Max 
Class 2 - 29.4 Max 
Class 3 - 49.0 Max 
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