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87-510 SKRWILNO

No. Name Model Quantity Unit Description

1 MDV6-i Side Discharge MVi-280WV2RN1A 1 MDV6-i Side Discharge

2 Four-way Cassette (EU series) MDVI3-71C4VR12E 4 Four-way Cassette (EU series)

3 Branch joint FQZHN-01D 2 Branch joint

4 Branch joint FQZHN-02D 1 Branch joint

5 Pipe Ø9.52 27,2 m Copper pipe

6 Pipe Ø15.9 19,2 m Copper pipe

7 Pipe Ø22.2 8,0 m Copper pipe

8 WDC3-86S WDC3-86S 1 3rd generation group controller

9 R410A refrigerant R410A 1,63 kg Extra Refrigerant Added

Typ: Kasetonowy
Model: MDVI3-71C4VR12E
Producent: MDV
Wydajność chłodnicza: 7,1 kW
Wydajność grzewcza: 8 kW
Pobór mocy chł.: 0,031 kW
Pobór mocy grz.: 0,031 kW
Zasilanie: 220-240V/1/50Hz
Poziom natężenia dźwięku: 29-37 dB(A)

Masa: 22,0 kg
Wymiary (dł./wys./szer.): 840×840×288 mm

7 biegów wentylatora

MDVI3-71C4VR12E
Qchł=7,1 kW

Typ: Agregat skraplający
Model: MVi-280WV2RN1
Producent: MDV
Nominalna wydajność chłodnicza: 28,5 kW
Nominalna wydajność grzewcza: 31,5 kW
Nominalny pobór mocy el. chł.: 12,28 kW
Nominalny pobór mocy el. grz.: 7,41 kW
Zasilanie: 380-415V/3/50Hz
Poziom natężenia dźwięku: 59 dB(A)
Masa: 144,0 kg
Wymiary  : 1120/1558/528mm
Zakres temp. dla chł.: -15~+55°C   
Zakres temp. dla grz.: -25~+27°C
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