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MVi-280WVE2RN1A Combination Ratio(CR>101,4%

Cooling Capoacity: 28,22 kW
Heating Capacity: 29,24 kW
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/50,5 m 7,31 kW
No. Name Model Quantity Unit Description
1 MDV6-i Side Discharge MVi-280WV2RN1A 1 MDV6-i Side Discharge
2 | Four-way Cassette (EU series)| MDVI3-71C4VR12E 4 Four-way Cassette (EU series)
3 Branch joint FQZHN-01D 2 Branch joint
4 Branch joint FQZHN-02D 1 Branch joint
5 Pipe @9.52 27,2 m Copper pipe
6 Pipe 315.9 19,2 m Copper pipe
7 Pipe 322.2 8,0 m Copper pipe
8 WDC3-86S WDC3-86S 1 3rd generation group controller
9 R410A refrigerant R410A 1,63 kg Extra Refrigerant Added

—PQEDYU and ODU communication
POQUDU and ODUJ communication

—MIMe or

wire,0./omme three—core shielded cable should be used)
wire MIM2:0,/omme tTwo-core cable should be used;PRI0./7DS mme

—D1De(Group control communication wire,0./omme two—core shielded cable should be used)

—ABCDE D) Infrared communication
—X1IXe (Power

line communication

wire,0.omme four—-core shielded cable should ke usech
wire,0./75mme two—core shielded cable should be usech
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WDC3-86S
me two-core shielded coble should ke used)
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MDVI3-71C4VR12E
Qcht=7,1 kKW

MVi-280WV2RN1

Typ: Kasetonowy

Model: MDVI3-71C4VR12E

Producent: MDV

Wydajnos¢ chtodnicza: 7,1 kW
Wydajnos¢ grzewcza: 8 kW

Pobdr mocy cht.; 0,031 kW

Pobdr mocy grz.: 0,031 kW

Zasilanie: 220-240V/1/50Hz

Poziom natezenia dzwieku: 29-37 dB(A)
7 biegoéw wentylatora

Masa: 22,0 kg

Wymiary (dt./wys./szer.): 840x840%288 mm

Typ: Agregat skraplajacy

Model: MVi-280WV2RN1

Producent: MDV

Nominalna wydajnos¢ chtodnicza: 28,5 kW
Nominalna wydajnos¢ grzewcza: 31,5 kW
Nominalny pobdr mocy el. cht.: 12,28 kW
Nominalny pobdr mocy el. grz.: 7,41 kW
Zasilanie: 380-415V/3/50Hz

Poziom natezenia dzwieku: 59 dB(A)
Masa: 144,0 kg

Wymiary : 1120/1558/528mm

Zakres temp. dla cht.: -15~+55°C

Zakres temp. dla grz.: -25~+27°C

—DID2+XIX2(Group control communication and power wire,0./omme two—core shielded coble+0./5mme two—core shielded coble should ke usech

—XYE (DU and ODU communication wire,

—FPower wire

0./omme three—core shielded cable should be used)

The drawing may differ from actual conditions due to limitations of The softwarelPlease confirm kbefore installation accordng to the
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two-core shielded coble should be used)
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