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1. Generalny wykonawca
AVLPRO Spotka z o.0.
ul. Matuszewska 20 lok. 131
03-876 Warszawa

2. Podwykonawca i Autor Opracowania
AP-TECH Sp. z o.0.
ul. Julina Tuwima 15
22-400 Zamo$¢

3. Dokumenty wejsciowe
Podstawa do sporzadzenia niniejszego opracowania byty nastepujace dokumenty, publikacje i akty
prawne:

e Opis przedmiotu zamoOwienia — zalgcznik 1 do Umowy

nr 01/11/2019 AP-Tech (ETAP I Ostréw Tumski)

4. Rozwigzania projektowe

4.1. Obudowa i mechanika
Lorneta oka czasu (rysunek 1) zostata wykonana w formie lornet obserwacyjnych montowanych
w punktach obserwacyjnych w nastepujacych lokalizacjach:

e W poblizu kosciota Panny Marii in Summo przy ul. Ostrow Tumski,

e Przed rezerwatem archeologicznym Genius Loci przy ul. ks. Ignacego Posadzego,

e Przy Wartostradzie, przy budynku Bramy Poznania ICHOT.

Obudowa lornety wykonana jest w wersji odpornej na zalania, mocowana za pomoca specjalnych
$rub, przeznaczona do pracy na zewnatrz pomieszczen i odporna na warunki atmosferyczne. Tyt
gltowicy wykonany zostal ze polietylenu o duzej ggstosci w celu zapewnienia dostepu do sieci LTE
wewnatrz urzadzenia.

Lorneta sktada si¢ z trzech gtownych zespotow:

e glowicy, sktadajacej sie z uktadu VR (z ang. Virtual Reality, zawierajgcego monitor i
soczewki), uktad korelacji obrotu i kata pochylenia gtowicy z obrazem wyswietlanym na
ekranie (poprzez dedykowang plytke elektroniczng), mechanizmu tagodnego opuszczania
ruchu gtowicy oraz mechanizmu grzania i chtodzenia.

e korpusu wraz z ukladem ruchu géra-dot. Uktad ten zostat zabezpieczony przed aktami

wandalizmu poprzez wzmocnienie prowadnic oraz $ruby. Czujniki krancowej starej
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generacji zostaty wymienione na nowoczesne czujniki indukcyjne.
o glownej szafy elektrycznej (skrzyni dolnej), zawierajacej komputer, wszystkie zasilacze

(w tym zasilacz awaryjny UPS) oraz silnik nape¢dzajacy ruch gora — dot. Na Srubie w

skrzyni zamontowany zostal enkoder absolutny wieloobrotowy, informujacy o aktualnej

pozycji lunety wzgledem podtoza.
Glowica zostata zaprojektowana tak, by zapewni¢ ruch obrotowy w zakresie 0 stopni — 359 stopni,
co umozliwia udostepnienie widoku aplikacji w zakresie 360 stopni, oraz ruch w pionie w zakresie
-15 stopni, + 35 stopni. Ze wzgledow bezpieczenstwa uzytkownikow, wewnatrz glowicy
umieszczony zostal uktad tagodnego ruchu pionowego oparty na sprezynie gazowej. Okular
glowicy zostal wykonany z materialu, ktory spetnia wymogi higieniczne i zapewnia
uzytkownikom korzystania z lornety w kazdych warunkach atmosferycznych. Na zewngtrznej
czeSci glowicy zamontowane zostaly przyciski umozliwiajace korzystanie z zainstalowanej
aplikacji. Na przedniej czeSci glowicy umiejscowione zostaty przyciski ,,Home”, ,,Wiek XI” i
,»Wiek XVI”, natomiast po prawej stronie (patrzac od przodu lornety) zamontowane zostaty
przyciski ,,Zoom In” i ,,Zoom Out”. Transmisja danych wideo z komputera do monitora odbywa
si¢ za pomocg streamingu obrazu, opracowanego przez firm¢ AP-Tech. Dzigki temu standard
HDMI zostat zastgpiony przemystowym standardem Ethernet.
Korpus lornety sklada si¢ z dwodch rur, przy czym pierwsza (wewngtrzna) jest nieruchoma,
natomiast druga (zewngtrzna) wykonuje ruch pionowy. Zakres ruchu wynosi 105 — 170 cm i s to
odlegtosci od podstawy lornety do soczewek znajdujacych si¢ w glowicy i umozliwia korzystanie
z urzadzenia zardwno osobom na wozkach inwalidzkich, dzieciom oraz osobom dorostym. Ruch
ten jest mozliwy za pomocg mechanizmu $rubowego, napgdzanego silnikiem elektrycznym
jednofazowym o mocy 180W i predkosci obrotowej 1390 obr./min wraz z przektadnig §limakowa
o przetozeniu 1:7.5. Silnik sterowany jest za pomoca przyciskow wandaloodpornych,
umieszczonych na zewnetrznej rurze.
Glowna szafa elektryczna (skrzynia dolna) zawiera w sobie komputer, zasilacze (w tym zasilacz
awaryjny UPS), elementy wykonawcze oraz sensory. Gorna powierzchnia skrzyni stanowi
,podstawe” lornety i pokryta jest blachg ryflowang zapobiegajaca Slizganiu | umozliwiajaca
bezpiecznie uzytkowanie urzadzenia. Komputer umozliwia odtwarzanie plikow w formatach : .ts,
.mov, .mp4, .mkv, @4k, BMP, JPEG, PNG, MP2, MP3, AAC i WAV i wraz z zasilaczem
awaryjnym UPS umieszczony jest na stelazu montazowym.
Transmisja danych pomiedzy komputerem, a dolng plytka sterujaca odbywa si¢ za pomoca
protokotu komunikacyjnego USB. Dodatkowo ptytki sterujace w skrzyni i w glowicy komunikuja

si¢ za pomocg przemystowego standardu CAN.
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Cato$¢ obudowy zewnetrznej zostala wykonana ze stali konstrukcyjnej S235JR(1.0037) odpornej
na warunki atmosferyczne poprzez cynkowanie FE/ZN oraz pokrycie proszkowo farba:

e RAL 7043 - Gtowica oraz korpus lornety

e RAL 9006 - Skrzynia dolna
Na zewngtrznej rurze kazdej z trzech lornet dodatkowo umieszczone zostaty wygrawerowane
laserowo tabliczki informacyjna oraz tabliczki z kodem QR (rysunki 2-7). Kod ten umozliwia

pobranie aplikacji na urzadzenia mobilne. Aplikacja mobilna umozliwia ogladanie obrazu z lornet.

4.2. Rozwiazania VR
Wewnatrz glowicy lornety zamontowany zostat uklad VR skladajacy si¢ z monitora oraz
soczewek. Zastosowany zostal monitor LCD o przekatnej 5.5, rozdzielczosci 1920 x 1080px i
czestotliwosci 60Hz. W glowicy zamontowane zostaty soczewki przystosowane do zastosowan w
technologii VR (uzywane na co dzien w goglach MODECOM Volcano Blaze). Rozstaw pomi¢dzy
soczewkami wynosi 64 cm i jest przystosowany nie tylko dla osob dorostych, ale rowniez dla

dzieci (rozstaw zostal przetestowany zarowno na osobie 5-letniej jak i na osobach dorostych).

4.3. Mozliwos$ci pomiarowo-diagnostyczne

Lorneta umozliwia pomiar i przesylanie informacji o aktualnych warunkach panujacych wewnatrz
1 na zewnatrz urzadzenia, takich jak:

e Temperatura otoczenia,

e Temperatura wewnetrzna,

e Obrot glowicy,

e Pomiar pochylenia w osi X i 0si y,

Ponizej w tabeli 1 przedstawione zostaty warto$ci mierzone przez sensory umieszczone wewnatrz

lornety oraz poprawne zakresy pracy.

Tabela 1. Wartosci mierzone przez sensory wewngqtrz lornety wraz z poprawnymi zakresami pracy

Lp. Nazwa pomiaru War_to_sc pracy Wartos¢ pracy
minimalna maksymalna
1. Temperatura otoczenia -30°C 40°C
9 Temperatura _wewnf;trzna w gtownej 0°C 60°C
szafie elektrycznej
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3. Temperatura wewngetrzna w gtowicy 0°C 60°C
4 Pomiar glowicy — 0§ X -5.0° 5.0°
5. Pomiar glowicy — 0§ Y -20.0° 40.0°
6 Pomiar obrotu gtowicy 0° 359°

Wszystkie wykryte uszkodzenia i btg

dy w dzialaniu urzadzenia zostang wystane automatycznie na

adresy e-mail wskazane przez Zamawiajacego Oraz na adresy generalnego Wykonawcy i

Podwykonawcy.

W chwili, gdy warto$¢ mierzona przez jeden z sensorow wykroczy poza poprawny zakres pracy

urzadzenia, automatycznie zostanie wystana wiadomo$¢ o biednej pracy lornety. Do

bezproblemowej komunikacji internetowej zastosowane zostaty modemy LTE, ktorych dziatanie

w lornecie jest mozliwe dzigki wykonaniu tylnej czesci glowicy z ptyty z polietylenu o duzej

gestosci. Ponizej w tabeli 2 przedstawione zostato dziatanie w przypadku otrzymania informacji

mailowej.

Tabela 2. Dzialanie w przypadku otrzymania informacji mailowej o bledach w dziataniu lornety.

Lp. Nazwa pomiaru poza zakresem Informacja o dziataniu w przypadku awarii

1. Temperatura otoczenia Wylaczenie zasilania przez Zamawiajacego

2 Tempergtura wewngetrzna w Informagja dO'Wy'konawcy. W pr;ypadku Fiq_giego prob_lemu
glownej szafie elektryczne;j wylgczenie zasilania przez Zamawiajgcego 1 Wizyta serwisowa.

3 Temperatura wgwne;trzna w Informagja dO'Wy'konawcy. W prgypadku 'ciq.giego problemu

glowicy wylaczenie zasilania przez Zamawiajacego 1 wizyta serwisowa.

4. Pomiar gltowicy — 0§ X Uszkodzenie mechaniczne lunety — wizyta serwisowa.

5. Pomiar glowicy — 0§ Y Uszkodzenie mechaniczne lunety — wizyta serwisowa.

6. Pomiar obrotu glowicy Uszkodzenie mechaniczne lunety — wizyta serwisowa.

7 Informacja z UPS o braku Brak zasilania 230V do lornety. Sprawdzenie przez

zasilania

Zamawiajacego zasilania sieciowego.

5. Wymagania eksploatacyjne

W przypadku awarii badz pytan technicznych nalezy kontaktowac si¢ z:

AVLPRO Spoétka z o.0.

Adres e-mail: marcin.borowski@avlpro.pl
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Telefon: +48 730 887 880
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Konserwacja lornety

Data opracowania dokumentu: 22.03.2022r.

Zalecenia i czynnosci konieczne do zapewnienia poprawnej pracy lornety nalezy:

Przynajmniej raz w miesigcu zaleca sie czyscié lornety, w szczegdlnosci soczewki w okularze gtowicy ptynem
do czyszczenia soczewek,

W zwigzku z aktualng sytuacjg epidemiologiczng zaleca sie jak najczestsze dezynfekowanie uchwytéw i okularu
w gtowicy pomiarowej oraz pokretta,

Gérng ptyte gtownej szafy elektrycznej (ptyta ryflowana stanowigca podstawe lornety) nalezy odsniezac
recznie,

Nalezy unika¢ podlewania trawy w bezposrednim otoczeniu lornety i kierowania strumienia wody na lunete
lub jej podstawe (nie dotyczy to deszczu),

W przypadku utraty zasilania sieciowego, nalezy je koniecznie przywrdci¢ w ciggu maksymalnie 2h w
szczegblnosci gdy wystepujg ekstremalnie niskie lub wysokie temperatury lub wysoka wilgotnos¢ powietrza,
W przypadku utraty zasilania sieciowego, po jego przywrdceniu nalezy skalibrowac¢ uktad pomiarowy gtowicy,
poprzez ruszenie gtowicy lornety maksymalnie do lewej, a nastepnie maksymalnie do prawej strony,

Nalezy zapewnic¢ ciggly monitoring wizyjny urzadzenia z mozliwoscig odtworzenia za okres miesigca w celu
analizy przyczyn potencjalnych usterek oraz udokumentowania aktéw wandalizmu,

Zgtoszenie wystgpienia awarii lub aktu wandalizmu nalezy zgtosi¢ niezwtocznie wraz z odpowiednia
dokumentacja (wideo, zdjecia, opis)

Nalezy zastosowac w aplikacji VR wygaszanie ekranu, w celu oszczednosci energii w czasie nieuzytkowania
lornety,

Aplikacja / system operacyjny nie powinien przez dtuzszy okres wyswietlaé¢ statycznych tresci (zalecane
wygaszanie ekranu) w celu przeciwdziatania wypalaniu sie ekrandéw LED.

Przez pierwsze 2 lata uzytkowania zalecany jest przeglad serwisowy przynajmniej raz w roku, natomiast po
tym okresie przynajmniej dwa razy w roku,

W przypadku awarii badz pytan technicznych nalezy kontaktowac sie z:

AVLPRO Spédtka z o.0.
Adres e-mail: marcin.borowski@avlpro.pl
Telefon: +48 730 887 880



Lp. Oznr?/zz(;r;(f na Lokalizacja Wyszczegdlnienie — typ — dane techniczne (IL(;:C) Producent/Dystrybutor
1 10A1 Skrzynia Power Walker VI 2000 PSW (2000VA/1400W, 6xIEC, USB, LCD, 1 Power Walker
AVR)

2. F1, F2 Skrzynia Wytacznik nadpradowy 1P B2A CLS6-B2 269605 1 Eaton

3. F3 Skrzynia Wytacznik nadpradowy 1P C2A CLS6-C2 270347 2 Eaton

4. F4 Skrzynia Wytacznik nadpradowy 1P C4A CLS6-C4 270348 1 Eaton

5. M1 Skrzynia Silnik elektryczny jednofazowy, 0,18 kW, 1390 obr/min 1 Promotor

6. M1 Skrzynia Przektadnia slimakowa, kotnierz 63B14 1 Promotor

7. G1, G2 Skrzynia XLG-200-12-A Zasilacz LED 192W 12V 16A 2 Mean Well

8. El Skrzynia Ptytka sterujaca w skrzyni 1 AP-Tech

9. E2 Skrzynia Ptytka sterujaca silnikiem 1 AP-Tech

10. B1 Skrzynia Enkoder absolutny wieloobrotowy E36CM-SSI-1231-13-16 1 Casp System

11. 10A2 Skrzynia Komputer 1 AVL Pro
PROJEKTOWAL.: M. Zywko STAD: PROJEKT: DOSTAWA, KONFIGURACJA | INSTALACJA
SPRAWDZIt: J. Karwowski CZESC: ELEKTR. |URZADZEN MULTIMEDIALNYCH TZW. LORNET OKA czasu NUMER PROJEKTU:

% ZATWIERDZIL: J. Karwowski DATA: 2022-03 |OPIEKT: OSTROW TUMSKI - POZNAN 01_AVL_BOM/2022
AP-TECH

PODZIALKA LORNETY

RYSUNEK: ZESTAWIENIE MATERIALtOW DLA JEDNEJ




12. B2, B3 Korpus Czujniki indukcyjne PR12-4DP2 2 Autonics

13. S1-S7 Korpus, Gtowica Przyciski wandaloodporne PBW-16BP 7 Elstat

14. E3 Gtowica Ptytka sterujgca w gtowicy 1 AP-Tech

15. 10A3 Gtowica Modem LTE 1 Huawei

16. 10A4 Gtowica Monitor RASP PI 5 AMOLED 1 Raspberry Pi

17. 10A5 Gtowica Grzanie i chtodzenie 1 AP-Tech

18. B4 Gtowica Inklinometr ACS-080-2-CAO01-HE2-AW 1 Posital Fraba

19. BS Glowica Przetwornik pomiarowyé.:té;olt.l;gzsf)llgtlnly z otworem typ 3671/ 1 Kubler
PROJEKTOWAL: M. Zywko STAD: PROJEKT: DOSTAWA, KONFIGURACIJA | INSTALACIA
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Rysowat: Mateusz Zywko

Zatwierdzit: Jarostaw Karwowski
23.03.2022

AP-Tech Sp. zo.0.

Luneta - schemat potaczen

Arkusz: Zasilanie + Skrzynka bezpiecznikowa (1/6)

Plik: Schemat potaczern wewnatrz lunety

Obiekt: Luneta Oka Czasu
Lokalizacja: Skrzynia

Rewizja: 1
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Rysowat: Mateusz Zywko

o X Luneta - schemat potaczen
Zatwierdzit: Jarostaw Karwowski
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Arkusz: Ptytka sterujgca w skrzyni (2/6)

Plik: Schemat potaczern wewnatrz lunety

Obiekt: Luneta Oka Czasu
Lokalizacja: Skrzynia

Rewizja: 1
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Luneta - schemat potaczen

Arkusz: Komputer (3/6)

Plik: Schemat potaczern wewnatrz lunety

Obiekt: Luneta Oka Czasu
Lokalizacja: Skrzynia

Rewizja: 1
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Luneta - schemat potaczen

Arkusz: Elementy w korpusie lunety (4/6)

Plik: Schemat potaczern wewnatrz lunety

Obiekt: Luneta Oka Czasu
Lokalizacja: Skrzynia

Rewizja: 1
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Luneta - schemat potaczen

Arkusz: Ptytka sterujgca w gtowicy (5/6)

Plik: Schemat potaczern wewnatrz lunety

Obiekt: Luneta Oka Czasu
Lokalizacja: Gtowica

Rewizja: 1
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Arkusz: Przyciski w gtowicy (6/6)

Luneta - schemat potaczen

Plik: Schemat potaczern wewnatrz lunety

Obiekt: Luneta

Oka Czasu

Lokalizacja: Gtowica

Rewizja: 1
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Nazwisko Data Nr katalogowy Uwagi

Konstruowat| P.Wojciechowska|05.11.2019
Rys.wykonat| P.Wojciechowska| 18.06.2021 | Nazwa czgsci lub zespotu
Zatwierdzit
Materiat Luneta VR
Skala Masa Liczba sztuk Numer rysunku lub kod

1:4 Nie dotyczy
Arkusz / Arkuszy | Gruboéé Format 001.AVL-01

1/1 A2

AP-Tech Sp. z o.0.

Nr zmiany

SAC)

Wszelkie prawa zastrzezone dla AP-Tech Sp. z o.0. All rights reserved for AP-Tech Sp. z o.o.
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LEGENDA / MAP KEY:
tu jeste$ / you are here / du bist () .
hier / tu es ici / Tbl 30eCh ulice / streets / StraBen / rues /
ynuubl
lorneta / binoculars / Fernglas / _ N
jumelles / 6uHOKb rzeka / river / Fluss / riviere / E—
peka E—
numer lornety / binocular
number / Fernglasnummer / (1]
numéro de jumelles / Homep
buHOKNS
Fundus;e . SAMORZAD WOJEWODZTWA Unia Europejska e
Europejskie WIELKOPOLSKIEGO Europejski Fundusz X
Program Regionalny Rozwoju Regionalnego ool
207,5
Nazwisko Data Nr katalogowy Uwagi
Konstruowat |P.Wojciechowska[10.02.2020
Rys.wykonat|P.Wojciechowska [ 06.04.2020 | Nazwa czesci lub zespotu
Zatwierdzit
Material Tablica lokalizacji 1
Aluminium 2017A (PA6)
Skala i1 M|\a”sg dotyczy Liczba sztuk Numer rysunku lub kod AP_TeCh Sp Z 0.0.
Arkusz / Arkuszy | Grubos$¢ Format 001.AVL-01.00.00.30 Nr zmiany
1/1 2,0 mm A3
Wszelkie prawa zastrzeZone dla AP-Tech Sp. z o.0. All rights reserved for AP-Tech Sp. z o.o.
6 | 5 | Z 3 | 2 |

ZiN
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254

191,5

207,5

Nazwisko

Data

Konstruowat

P.Wojciechowska| 08.04.2020

Nr katalogowy

Uwagi

Rys.wykonat

P.Wojciechowska| 25.05.2020

Zatwierdzit

Nazwa czesci lub zespotu

Tablica lokalizacji 1

Materiat .
Aluminium 2017A (PA6)
Skala Masa Liczba sztuk Numer rysunku lub kod
1:1 Nie dotyczy
Arkusz / Arkuszy | Grubo$¢ Format 001.AVL-01.00.00.30
1/1 2,0 mm A3

AP-Tech Sp. z o.0.

Nr zmiany

SiC)

Wszelkie prawa zastrzezone dla AP-Tech Sp. z o.o. All rights reserved for AP-Tech Sp. z o.0.
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AVL POZnan DEMURG

/professional

LEGENDA / MAP KEY:
tu jeste$ / you are here / du bist

hier / tu es ici / Tbl 30ecb

lorneta / binoculars / Fernglas / E

ulice / streets / StraBen / rues /
YL

jumelles / 6uHOKnb rzeka / river / Fluss / riviere / —_—

peka

numer lornety / binocular

number / Fernglasnummer / (1]

numéro de jumelles / Homep

buHokns
Fundus_ze . SAMORZAD WOJEWODZTWA Unia Europerka *****
Eu ropejskle WIELKOPOLSKIEGO Europejski Fundusz * ¥
Program Regionalny Rozwoju Regionalnego ool

O O

207,5

Nazwisko Data Nr katalogowy Uwagi
Konstruowat |P.Wojciechowska |10.02.2020
Rys.wykonat|P.Wojciechowska [ 06.04.2020 [Nazwa czesci lub zespotu

Zatwierdzit
Materiat Tablica lokalizacji 2
Aluminium 2017A (PA6)
Skala Masa Liczba sztuk Numer rysunku lub kod -
11 Nie dotyczy AP-Tech Sp. z o.0.

Arkusz / Arkuszy | Grubosé Format 001.AVL-01.00.00.31 Nr zmiany
1/1 2,0 mm A3

Wszelkie prawa zastrzezone dla AP-Tech Sp. z 0.0. All rights reserved for AP-Tech Sp. z o.0.
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Nazwisko Data Nr katalogowy Uwagi

Konstruowat| P.Wojciechowska| 08.04.2020

Rys.wykonat| P.Wojciechowska| 25.05.2020 | Nazwa czesci lub zespotu

Zatwierdzit

Materiat Tablica lokalizacji 2

Aluminium 2017A (PA6)
Skala Masa Liczba sztuk Numer rysunku lub kod -
11 Nie dotyczy AP-Tech Sp. z o.0.
Arkusz / Arkuszy | Grubo$¢ Format 001.AVL-01.00.00.31 Nr zmiany ~E| @
1/1 2,0 mm A3
Wszelkie prawa zastrzezone dla AP-Tech Sp. z o.o. All rights reserved for AP-Tech Sp. z o.0.
6 | 4 3 | 2 1
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K
AVL POZnan DEMURG

/professional

LEGENDA / MAP KEY:
tu jeste$ / you are here / du bist

hier / tu es ici / Tbl 30ecb

lorneta / binoculars / Fernglas / E

ulice / streets / StraBen / rues /
YL

jumelles / 6uHOKnb rzeka / river / Fluss / riviere / —_—

peka

numer lornety / binocular

number / Fernglasnummer / (1]

numéro de jumelles / Homep

buHokns
Fundus_ze . SAMORZAD WOJEWODZTWA Unia Europerka *****
Eu ropejskle WIELKOPOLSKIEGO Europejski Fundusz * ¥
Program Regionalny Rozwoju Regionalnego ool

O O

207,5

Nazwisko Data Nr katalogowy Uwagi
Konstruowat |P.Wojciechowska |10.02.2020
Rys.wykonat|P.Wojciechowska [ 06.04.2020 [Nazwa czesci lub zespotu

Zatwierdzit
Materiat Tablica lokalizacji 3
Aluminium 2017A (PA6)
Skala Masa Liczba sztuk Numer rysunku lub kod -
11 Nie dotyczy AP-Tech Sp. z o.0.

Arkusz / Arkuszy | Grubosé Format 001.AVL-01.00.00.32 Nr zmiany
1/1 2,0 mm A3

Wszelkie prawa zastrzezone dla AP-Tech Sp. z 0.0. All rights reserved for AP-Tech Sp. z o.0.

S I 4 4& 3 I 2 I 1
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Most Biskupa Jordana

LEGENDA / MAP KEY:

hier / tu es ici / Tbl 3gecb

tu jestes / you are here / du bist

ulice / streets / StraBen / rues /

ynuubl
lorneta / binoculars / Fernglas / _ -
Jume”es / 6”HOKnb rzeka / river / FIUSS/ riviere / ————
peka ———
numer lornety / binocular
number / Fernglasnummer / (1]
numéro de jumelles / Homep
BUHOKNS
Fundus.ze - SAMORZAD WOJEWODZTWA Unia EUI?OPEjSka Pl
EUTDPEJSkle WIELKOPOLSKIEGO Europejski Fundusz Ve
Program Regionalny Rozwoju Regionalnego Xk %
an
N
191,5
207,5
Nazwisko Data Nr katalogowy Uwagi

Konstruowat| P.Wojciechowska| 08.04.2020
Rys.wykonat| P.Wojciechowska| 25.05.2020 | Nazwa czgci lub zespotu

Zatwierdzit
Materiat

Tablica lokalizacji 3
Aluminium 2017A (PA6)

AP-Tech Sp. z o.0.

Skala Masa Liczba sztuk Numer rysunku lub kod
1:1 Nie dotyczy

Arkusz / Arkuszy | Grubo$¢ Format 001.AVL-01.00.00.32 Nr zmiany
1/1 2,0 mm A3

SiC)

Wszelkie prawa zastrzeZzone dla AP-Tech Sp. z o.o. All rights reserved for AP-Tech Sp. z o.o.
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Przenies aplikacje

OKO CZASU
na swoj telefon.

207,5

Nazwisko

Data

Konstruowat

P.Wojciechowska|27.09.2021

Nr katalogowy

Uwagi

Rys.wykonat

P.Wojciechowska|27.09.2021

Zatwierdzit

Materiat

Aluminium 2017A (PA6)

Nazwa czesci lub zespotu

Tablica QR lokalizacja 1

Skala
1:1

Masa

Nie dotyczy

Liczba sztuk

Arkusz / Arkuszy
1/1

Grubos¢
2,0 mm

Format
A3

Numer rysunku lub kod

AP-Tech Sp. z o.0.

Nr zmiany

001.AVL-01.00.00.33

g2

Wszelkie prawa zastrzeZone dla AP-Tech Sp. z o.0. All rights reserved for AP-Tech Sp. z o.o.
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VA ]
. na swoj telefon.
o
207,5
Nazwisko Data Nr katalogowy Uwagi
Konstruowat |P.Wojciechowska[27.09.2021
Rys.wykonat|P.Wojciechowska[27.09.2021 |Nazwa czeéci lub zespotu
Zatwierdzit
Materiat Tablica QR lokalizacja 2
Aluminium 2017A (PA6)
Skala Masa Liczba sztuk Numer rysunku lub kod AP_TeCh Sp 7 0.0
1:1 Nie dotyczy . .0.
Arkusz / Arkuszy | Grubo$¢ Format 001.AVL-01.00.00.34 Nr zmiany
1/1 2,0 mm A3
Wszelkie prawa zastrzeZone dla AP-Tech Sp. z o.0. All rights reserved for AP-Tech Sp. z o.o.
6 5 | 4 3 | 2 | |
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Przenies aplikacje

OKO CZASU
na swoj telefon.

207,5

Nazwisko

Data

Konstruowat

P.Wojciechowska|27.09.2021

Nr katalogowy

Uwagi

Rys.wykonat

P.Wojciechowska|27.09.2021

Zatwierdzit

Materiat

Aluminium 2017A (PA6)

Nazwa czesci lub zespotu

Tablica QR lokalizacja 3

Skala
1:1

Masa

Nie dotyczy

Liczba sztuk

Arkusz / Arkuszy
1/1

Grubos¢
2,0 mm

Format
A3

Numer rysunku lub kod

AP-Tech Sp. z o.0.

Nr zmiany

001.AVL-01.00.00.35

g2

Wszelkie prawa zastrzeZone dla AP-Tech Sp. z o.0. All rights reserved for AP-Tech Sp. z o.o.
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Wykonawca:

HAVL

professional

AVL Spoika z o.0.

ul. Matuszewska 20 lok. 131

03-876 Warszawa

Podwykonawca: AP-TECH Spotka z o.0.
A ul. Juliana Tuwima 15
A TECE 22-400 Zamos$¢é
ZGLOSZENIE ELEMENTOW DO ZATWIERDZENIA
Obiekt: Data :
Lornety Oka Czasu 09.03.2022
DOKUMENTACJA PROJEKTOWAi ST: Nr:

Dostawa, montaz i konfiguracja urzadzen multimedialnych, tzw.
wLornet Oka Czasu”

01/ZE/OT_LOC

Strona / Stron
1/1

Zakres zgloszenia materiatu:

Elementy umieszczone w glowicy i korpusie lornety

REWIZJA : 1

Lp. Nazwa elementu Zalaczone dokumenty
1. Monitor AMOLED 2
2. Enkoder typ 3671 2
3. Inklinometr 2
4. Czujniki indukcyjne 1
5. Modem LTE 1
6. Przycisk wandaloodporny 1
Dokumenty pomocnicze:
Uwagi:
Decyzja Inzyniera: [1* Zatwierdzenie [1*  oOddalenie

Ztozono / Podpisano

(AP-Tech Spotka z 0.0.)

Zaakceptowano / Podpisano

(AVL Spotka z 0.0.)

* - zaznacz wlasciwe




Wyswietlacz AMOLED 5.5" z panelem dotykowym pojemnosciowym.

Zestaw, z ktérym w tatwy sposéb stworzysz panel operatorski.

Panel AMOLED zapewnia jasnosc pozwalajaca na komfortowa prace nawet, gdy na wyswietlacz pada swiatto

stoneczne oraz szerokie katy widzenia.

Specyfikacja wyswietlacza:

» Panel o przekatnej 5.5"

Rodzaj: AMOLED

|asnosé: okoto 500LUX

Rozdzielczose: 1080x%1920

Panel dotykowy: pojemnosciowy 5-punktéw, szklo 6H
Interfejs obrazu: HDMI

Obstuga panela dotykowego: USB

Pobdr pradu: 250mA do 650mA

Wspotpraca za Raspberry Pi, systemy:

Rasphian/Ubuntu/Kali/Retropie, obstugiwany jest dotyk 1-

punktowy

» Wspétpraca z komputerami PC z systemami: Windows
10/8.1/8/7 obstugiwany jest dotyk 5-punktowy

« Wyjscie audio jack

Przekatna Rordrielcrosc

Rodzaj portu Pane K3t widrenia

Co—) AMOLED B4

Wyswietlacze AMOLED majg wiele zalet jak: wysoki kontrast, szeroki zakres koloréw, szeroki kat widzenia. Lecz jesli wyswietlacz
wyswietla staly obraz pojawiajg sie problemy z wypalaniem, z testow wynika, Ze ten problem moze sie pojawic po 168 godzinach
wyswietlania tego samego obrazu, w sposdb cigghy. Z tego wzgledu zalecane jest stosowanie wygaszaczy ekranu, w celu
regeneracji panela i nie wyswietlanie tego samego obrazu przez czas diuzszy niz 1 godzina.

Wymiary wyswietlacza:

| 140.40

= 121.76

74.76

68.70
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Certificate No.

Applicant

Manufacturer

Product Nama
Trade Name

Main Test Modael
Test Standard

As shown in the
Test Report No.

e

4 BST | A RELIABLE TESTING FOR TRUST

Certificate of Compliance

BSTXD191013306701EC

SHENZHEN WAVESHARE ELECTRONICS CO,, LTD.
10F, Intemational Science & Technology Building, Fuhong Rd,
Fulian Districl, Shenzhen,China

SHENZHEN WAVESHARE ELECTRONICS CO,, LTD.
10F, Intermational Science & Technology Building, Fuhong Rd,
Futian District, Shenzhen,China

: 5.5inch HOMI AMOLED
: SHENZHEN WAVESHARE ELECTRONICS CO,, LTD.

5.5inch HDMI| AMOLED
EM 55032:2015

EM 61000-3-2:2014

EM 61000-3-3:2013

EN 55035:2017

: BSTXD191013306701ER

The EUT described above has been tested by us with the listed standards and found
in compliance with the council EMC directive 2014/30/EU. It is possible to use CE
marking to demonslrate the compliance with this EMC Direclive.

The cedificate applies to the tested sample above mentioned only and shall not imply
an assessment of the whole production.

s -

Christina Deng

Manager
Oct. 09, 2018

C€

BST Testing (Shenzhen) Co.,Ltd.
Add: No.T, Nirw Era [ncstiial Zofs, Guantian, Bas'sn Distrscl, Shenzhan, Guangdong, Ching

Certificate Search: hitpowww bsl-lab com.

Tal400-EE2-0628, BO09990305, E-mail:chnstina@ibst-lab.com
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Absolute encoders - singleturn

(Kubler

Compact

magnetic

€.

Sendix 3651 / 3671 (shaft / hollow shaft)

Analog

Thanks to their different interfaces and measurement ranges, the
Sendix 3651 and Sendix 3671 singleturn encoders with analog
interface, in shaft and hollow shaft versions, are particularly
flexible in use. A green and a red LED, acting as reference point
and fault indicators, ensure easy installation and troubleshooting.

Protected up to IP69k, resistance against shock and extreme
temperature fluctuations, the Sendix are suitable even for
demanding outdoor applications.

These encoders have an e1-approval from the German Federal
Motor Transport Authority.

+ ) =y | 3
» . N
=78
-40°.. +85°C \\\//
Safety- High rotational Temperature High protection  High shaftload ~ Shock/vibration Short-circuit Reverse polarity ~ Magnetic sensor ~ Surface protection
Lockplus™ speed range level capacity resistant proof protection salt spray-tested
optional

Safe operation
¢ Non-contact measuring system for long-life non-wear
applications.

¢ Rugged die-cast-housing and protection up to IP69k for
an exceptional tightness.

¢ High shock and vibration resistance for an exceptional
robustness.

Safety-Lockplus™

IP69k protection on the flange side, robust
bearing assemblies with interlocking
bearings, mechanically protected shaft seal.

Order code 8.3651!.12
Shaft version Type (a)

O Flange

XXX . XX|XXI
0/0/0| |0/0/00

© Type of connection
1 = axial cable, 1 m [3.28'] PUR

Compact and powerful

e Quter diameter of only 36 mm.

* The hollow shaft version is fitted with a blind hole with a
diameter of up to 10 mm. It can be mounted as required with
either a torque stop pin or a stator coupling.

e 360° with 12 bit resolution (4096 positions).
e Forusein 12V or 24 V vehicle electrical systems.

Sensor-Protect™

Fully encapsulated electronics,
separate mechanical bearing assembly.

If for each parameter of an encoder the underlined preferred option is selected
then the delivery time will be 10 working days for a maximum of 10 pieces.
Qts. up to 50 pcs. of these types generally have a delivery time of 15 working days.

(10310

© Interface / power supply
..20mA/10...30VDC

A = axial cable, special length PUR *)
2 =radial cable, 1 m [3.28" PUR

B = radial cable, special length PUR *)
3 = axial M12 connector, 5-pin

4 =radial M12 connector, 5-pin

O Shaft (o x L), with flat
3 =96x12.5mm [0.24 x 0.49"]

6 = 28x12.5mm [0.32 x 0.49"]
5 =9 1/4" x 12.5 mm [0.49"]

5=0..5V/10..30VDC

O option 1
1 = count direction cw ?

. . . _ ot 3
*)  Available special lengths (connection types A, B): 2 = count direction cow ¥

© Outputcircuit ! 2,3,5,8, 10, 15 m [6.56, 9.84, 16.40, 26.25, 32.80, 49.21']

3 = current output order code expansion .XXXX = length in dm O O0ption 2
4 = voltage output ex.: 8.3651.233A.1311.0030 (for cable length 3 m) ;=::g;k

©® Measuring range

1 =1 x 360° Optional on request
2 —1x180° - Ex 2/22 (only for type of connection 3 + 4)
3 =1x90° - surface protection salt spray tested

4 =1x45°

1) Output circuit “3” only in conjunction with interface “3", output circuit “4 only in conjunction with interface “4” or “5".
2) cw = Increasing code values when shaft turning clockwise (cw). Top view on shaft.
3) ccw = Increasing code values when shaft turning counterclockwise (ccw). Top view on shaft.

© Fritz Kiibler GmbH, subject to errors and changes. 07/2016
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(Kubler

Absolute encoders - singleturn

Compact

magnetic Sendix 3651 / 3671 (shaft / hollow shaft) Analog

| q

If for each parameter of an der the underlined preferred option is
then the delivery time will be 10 working days for a maximum of 10 pieces.
Qts. up to 50 pcs. of these types generally have a delivery time of 15 working days.

Order code 8.3671
Hollow shaft Type

: X|X
0o

X|X :
0o

X
o

X
0

3|

O Flange © Interface / power supply

© Type of connection

2 = with spring element, long

O Blind hollow shaft
(insertion depth max. 18 mm [0.717])

1 = axial cable, 1 m [3.28'] PUR

A = axial cable, special length PUR *)
‘B = radial cable, special length PUR *)
3 = axial M12 connector, 5-pin

4 =radial M12 connector, 5-pin

3=4..20mA/10..30VDC

5=0..5V/10..30VDC

O oOption 1
1 = count direction cw ?

8 mm [0'32"!' ¥)  Available special lengths (connection types A, B): 2 = count direction cow ¥
6 =210 mm [0.39°] 2,3,5,8, 10, 15 m [6.56, 9.84, 16.40, 26.25, 32.80, 49.21] _
3=0l/4 order code expansion .XXXX = length in dm O O0ption 2
o ex.: 8.3671.523A.1311.0030 (for cable length 3 m) A.=1p67
O Output circuit ! 2 = P69k
© Measuring range )
1 =1x360° Optional on request
2 - 1x180° - Ex 2/22 (only for type of connection 3 + 4)
3 -1x90° - surface protection salt spray tested
4 =1x45°
Mounting accessory for shaft encoders Order no.
Coupling bellows coupling @ 19 mm [0.75"] for shaft 6 mm [0.24"] 8.0000.1102.0606
Mounting accessory for hollow shaft encoders Dimensions in mm [inch] Order no.
Cylindrical pin, long with fixing thread 8.0010.4700.0000
for flange with spring element 8031 o
(flange type 2) slo2l | g7 poos <
3L é
3 -
* 30[1.18] %
Connection technology Order no.
Cordset, pre-assembled M12 female connector with coupling nut, 5-pin
2m[6.56'] PVC cable 05.00.6081.2211.002M
Connector, self-assembly (straight) M12 female connector with coupling nut, 5-pin 8.0000.5116.0000

Further accessories can be found in the accessories section or in the accessories area of our website at: www.kuebler.com/accessories.
Additional connectors can be found in the connection technology section or in the connection technology area of our website at: www.kuebler.com/connection_technology.

Technical data
Mechanical characteristics ]

Maximum speed 6000 min' Shock resistance acc. to EN 60068-2-27 5000 m/s?, 6 ms
Starting torque at 20°C [68°F] <0.06 Nm Vibration resistance acc. to EN 60068-2-6 300 m/s, 10 ... 2000 Hz
Shaft load capacity radial 40N Permanent shock resistance 1000 m/s?, 2 ms

axial 20N acc. to EN 60068-2-27
Weight approx. 0.2 kg [7.06 oz] Vibration (broad-band random) 5 ... 2500 Hz, 100 m/s? - rms
Protection acc. to EN 60529 P67 / 1P6IK o, 0 AN EHEER A

-40°C ... +85°C [-40°F ... +185°F]
stainless steel

Working temperature range
shaft/ hollow shaft

General electrical characteristics

Materials

flange  aluminum e1 compliant acc. to EU guideline 2009/19/EC
housing  zinc die-cast (acc. to EN 55025,
cable PUR 1S0 11452 and 1S0 7637)

CE compliant acc. to EMC guideline 2014/30/EU

RoHS guideline 2011/65/EU

1) Output circuit “3” only in conjunction with interface “3”,
output circuit “4” only in conjunction with interface “4" or “5".

2) cw =increasing code values when shaft turning clockwise (cw). Top view on shaft.
3) ccw =increasing code values when shaft turning counterclockwise (ccw). Top view on shaft.

164 www.kuebler.com © Fritz Kiibler GmbH, subject to errors and changes. 07/2016



Absolute encoders - singleturn

(Kubler

Compact

magnetic

Electrical characteristics current interface 4 ... 20 mA Electrical characteristics voltage interface

Sendix 3651/ 3671 (shaft / hollow shaft)

Sensor

Power supply 10..30VDC

Current consumption (no load) max. 38 mA

Reverse polarity protection of the yes

power supply

Measuring range 45°,90°, 180° or 360°
Resolution 12 bit

Absolute accuracy, 25°C [77°F] +1°

Repeat accuracy, 25°C [77°F] +0.2°

Status LED red breakin currentloop,

input load too high.

green reference point display
turns ON
atcw:  betw.0°and 1°
atccw: betw.0°and -1°

Current loop
Output load max. 200 Ohm at 10V DC

max. 900 Ohm at 24 V DC

Analog

Sensor

Power supply output0..5V 10..30VDC

output0..10V 15..30VDC

Current consumption (no load) max. 35 mA

Reverse polarity protection of the yes

power supply

Measuring range 45°,90°, 180° or 360°
Resolution 12 bit

Linearity, 25°C [77°F] +1°

Repeat accuracy, 25°C [77°F] +0.2°

Voltage output

Current output max. 10 mA

Setting time <1ms

Rioad = 1 KOhm, 25°C [77°F]

Short-circuit proof outputs
When the power supply is correctly applied. But not output to +V.
Power supply and sensor output signal are not galvanically isolated.

Absolute encoders

singleturn

Setting time <1ms
Rioad = 400 Ohm, 25°C [77°F]

Status LED (green)

Short-circuit proof outputs Status LED green reference point display turns ON

When the power supply is correctly applied. But not output to +V. atcw:  betw.0%and 1°
Power supply and sensor output signal are not galvanically isolated. atccw: betw. 0° and -1°

Example (output signal profile)
Measurement range 45°/90° / 180° / 360°

Version cw left turning right turning
5V/AOV/20mA | .---- . T czm BVAOV/20MA | emepr oo czn
45° 90°,7 180°.- 360° -7 ! 50, 90°,7  180°. 360° -7 !
0v/ama K22 ! 0V/4mA K222 !
: | : |
N 1 N 1
1o ' 1° i
: :
LED . .
-360° 0° 0° 360°
Version ccw left turning right turning
5V/AOV/20mA fezmmmmmmaamemam T meen 5VAOV/20mA fazmmmm oo oo N .
S 360° SJ80° N 90° 450 S 360° L 180° N.90° Y450
ov/ama b SR ov/ama BEH,
. .
l : : i
| 10 ' 10
LED ! :
-360° 0° 0° 360°
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(Kubler

Absolute encoders - singleturn

Compact

magnetic Sendix 3651/ 3671 (shaft / hollow shaft) Analog

Terminal assignment

Interface | Type of connection | Cable (isolate unused wires individually before initial start-up) Top view of mating side, male contact base

3 Signal: oV +V +l -l
(current) L2AB Cable color: WH BN GN YE ?
able color: @ @ @
Interface | Type of connection | M12 connector, 5-pin @
3 - Signal: ov +V + =l M12 connector, 5-pin
(current) ' Pin: 3 2 4 5

Interface | Type of connection | Cable (isolate unused wires individually before initial start-up)

45 Signal: oV +V +U -U
' 1,2,A,B
(voltage) Cable color: WH BN GN YE
Interface | Type of connection | M12 connector, 5-pin
45 Signal: oV +V +U -U
. 3,4 -
(voltage) Pin: 3 2 4 5
+V: Encoder power supply +V DC
ov: Encoder power supply ground GND (0 V)
+U/-U: Voltage +/ voltage -
+l/-1 : Current+/current -
Dimensions shaft version
Dimensions in mm [inch]
Synchro flange, o 36 [1.42] ca.57,8[2,28]
Flange type 2 42,3[1,67]
(drawing with cable)
[T] 4x M3, 6[0.24] deep N - N
A 3 a TR o S
A N——| -8 =
g 8 mijy N
ol L - = &
s S S
I—— g
ans!
[T
25[01]11 ] |g70,31]
: 2,5[0,1]
D Fit L 3[0,12]
6[0.24] h7 12.5[0.49]
8[0.32] h7 12.5[0.49]
1/4" h7 12.5[0.49]
Synchro flange, o 36 [1.42] 43.6[1.72]
Flange type 2
(drawing with M12 connector) 42,3 [1.67] 45
(1] 4x M3, 6[0.24] deep ] 1 B
2 - g &
AER 7 g
)

z: {81} L 18[0.32] M12x1
. 30.12] ©18,8[0.74]
D Fit L -
610.24] h7 12.5[0.49]
810.32] h7 125[0.49]
1/4” h7 125 [0.49]
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(Kubler

Absolute encoders - singleturn

Compact

magnetic Sendix 3651 / 3671 (shaft / hollow shaft) Analog

Dimensions hollow shaft version
Dimensions in mm [inch]

Flange with spring element, long

Flange type 2 ca.61[2.4] ©36[1,42]
L 14[0,55]
[T] Slot spring element, 4[0.16] 3,99 -0,02[0,16]
recommendation: = A
cylindrical pin DIN 7, 2 4[0.16] - & =
Recommended torque for the - g N e
clamping ring 0.7 Nm —) — L < b/ ©|
g’ g’ gi A ] b | N f
= ! [ar)
88 T 4 S
. e 0
D Fit L [ ] ‘ E
6,6 (0,26
6 [0.24] H7 180.71] |
80.32] H7 1810.71] M.M
10 [0.39] H7 18 [0.71] 46,9 [1.85]
1/4" H7 18 [0.71]
L = insertion depth blind hollow shaft
Flange with stator coupling, & 46 [1.81]
Flange type 5
[T] Recommended torque for the $53,6 [2.11]
clamping ring 0.7 Nm L
N —
< @ e
= g o ﬁ Ty *‘"‘j{
©| —| S b
e é 1 N -
—
D Fit L 5,3 [0.21]
6 [0.24] H7 18[0.71] MH2xt
810.32] H7 18[0.71] 8[0.32 | MI2x1.
10[0.39] H7 1810.71] 52,7 [2.07] ©18,810.74
1/4" H7 18[0.71] 66,7 [2.63]
L = insertion depth blind hollow shaft
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EU-Konformitatserklarung
Declaration of EU-Conformity
Certificat de conformité EU

7=
{ 1 Y P
Klibler
Kibler Gruppe
Fritz Kiibler GmbH
Schubertstralle 47
D -78054 Villingen-Schwenningen
www.kuebler.com

Produktbezeichnung:
Product designation:
Désignation du produit:

Absolute Encoder Singleturn

Typenreihe: Sendix 3651
Type code: Sendix 3671
Type:
Hersteller: Fritz Kibler GmbH
Manufacturer: Schubertstralie 47
Fabricant: D-78054 Villingen-Schwenningen

Das bezeichnete Produkt stimmt mit der folgenden
Europdischen Richtlinie liberein:

We herewith confirm that the above mentioned product
meets the requirements of the following european standard:

Le produit désigné ci-dessus est conforme a la ligne
directrice européenne suivante:

Richtlinien / Directives / Directives

EMV Richtlinie: 2014/30/EU
EMC Directive: 2014/30/EU
Directive CEM:  2014/30/EU

ATEX Richtlinie: 2014/34/EU
ATEX Directive: 2014/34/EU
Directive ATEX: 2014/34/EU
13GExnAIIC T4 Ge X

I1 3D Ex tc lIC T135°C Dc IP6X X

RoHS Richtlinie: 2011/65/EU
RoHS Directive: 2011/65/EU
Directive RoHS: 2011/65/EU

Die Ubereinstimmung des bezeichneten Produktes mit
den Vorschriften der Richtlinie wird nachgewiesen durch
die vollstéandige Einhaltung folgender Normen:

The correspondance of the above mentioned product with
these requirements is proved by the fact that these products
meet with the following single standards:

La conformité du produit désigné aux prescriptions de la
ligne directrice est certifiée par la observation totale des
normes suivantes:

Norm / Standard / Norme

EN 55011 Klasse B:2009+A1:2010
EN 61000-6-3:2007 + A1:2011
EN 61000-6-2:2005/AC:2005

EN 60079-0:2012+A11:2013
EN 60079-15:2010
EN 60079-28:2007
EN 60079-31:2014

EN 50581:2012

Der Hersteller tragt die alleinige Verantwortung fiir die Ausstellung der Konformitatserklarung.
The manufacturer is solely responsible for issuance of the declaration of conformity.
Le fabricant est seul responsable de la délivrance du certificat de conformité.

Villingen-Schwenningen, 20.04.2016

Ort und Datum der Ausstellung
Place and date of issue
Lieu et date d'étabblissement

thfJoch‘é(n B[olte

Leiter Entwicklung

rechtsverbindliche Unterschrift

Name and signature of authorised person
Nom et signature de la personne autorisée




POSITAL

FRABA
TILTIX Inklinometry
ACS-080-2-CA01-HE2-AW
This product is a prototype
POSITAL
FRABA

Dane Podstawowe
Zastosowanie

Zakres Pomiarowy
Doktadnos¢
Rozdzielczos¢

Dane Elektryczne

Napiecie Zasilania

Pobdr Pradu

EMC: Emisja Zaktdcen

EMC: Odpornos¢ na Szum

Zabezpieczenie przed Odwrotng Polaryzacja
MTTF

Zabezpieczenie przed Zwarciem

Warunki Pracy
Temperatura Pracy

Temperatura Magazynowania
Btagd Temperaturowy

Dual-Osiowe Monitorowanie Potozenia i
Wyréwnywanie

max. £ 80°
0.10° (within +/-60° range)
0,01°

10 - 30 vDC
<=65mMA@10VDC, =60mA @24V DC
DIN EN 61000-6-4

DIN EN 61000-6-2

Tak

350 years @ 40 °C

Tak

-30 °C fixed (-22 °F), -5 °C flexible (+23 °F) - +80
°C (+176 °F)

-40 °C (-40 °F) - +85 °C (+185 °F)
0.004°/ K

Data Sheet
Printed at 22-06-2020 08:06
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Stopien Ochrony
Odpornos¢ na Wstrzasy
Odpornos¢ na Wibracje

Dane Mechaniczne
Materiat Obudowy

Materiat Wypetniajacy
Waga

Interfejs

Interfejs

Czas Ustalania

Standard Wyjscia

Profil

Predkos¢ Transmis;ji

Domyslina Predkos¢ Transmisji
Node ID Domysline

Przytacze Eletryczne
Typ Przytacza

Dtugos$¢ Przewodu
Przekroj Przewoddw
Materiat / Typ

Srednica Przewodu
Min. Promien Giecia

Zywotnos¢ produktulnfo
Zywotno$¢ produktulnfo

Przylacze Eletryczne
Approval

Plan potaczenia

POSITAL

FRABA

IP66/IP67
=< 100 g (half sinus 6 ms, EN 60068-2-27)

1,5 mm (10 Hz - 58 Hz) & = 20 g (58 Hz to 2000
Hz)

Wzmocniony wtéknem PBT (Politereftalan
Butylenu)

PUR (Polyurethane)
800 g (1.76 Ib)

CANopen

150 ms

Desc

DS-410

min. 20 kBaud, max. 1 MBaud
125 kBaud

1h

Przewdd 10 m

10 m [394"]

0,14 mm? / AWG 26

PVC

6 mm (0,24 in)

46 mm (1.81") na czas, 61 mm (2.4") ugiecie

Urzadzenia prototypowe

CE + cULus

SYGNAt KOLOR NABLA
Power Supply Czerwony
GND Data SHAUEY

Printed at 22-06-2020 08:06
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POSITAL

FRABA

CAN High Biaty

CAN Low Brazowy
CAN GND Zielony

Not Connected Niebieski
Not Connected Szary

Not Connected Rézowy
Shielding Ekranowanie

Rysunek techniczny

Rysunek 2D

Kontakt

Contact Us

Wszystkie wymiary w [cal] mm. Ten rysunek i informacje zawarte sg w ogdlnych celéw prezentacyjnych. Prosze odnies¢ sie do sekcji
"Pobierz" Szczegétowe rysunki techniczne.© FRABA B.V., Wszelkie prawa zastrzezone. Nie ponosimy odpowiedzialnosci za btedy techniczne
lub zaniechania. Dane techniczne moga ulec zmianie bez powiadomienia.

Data Sheet
Printed at 22-06-2020 08:06
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http://www.posital.com/pl/system/webservices/productdrawing.php?i1=&i2=aHR0cHM6Ly93d3cucG9zaXRhbC5jb20vbWVkaWEvcG9zaXRhbF9mc2ltZy9kcmF3aW5nLTFlMy00N3g1Mi1jd185NTB4WC5wbmc=&i3=&p=QUNTLTA4MC0yLUNBMDEtSEUyLUFX

POSITAL

FRABA

Declaration of EU-Conformity

EU-Konformitatserklarung

Certificat de conformité CE

Manufacturer: FRABA BV
Hersteller: Jan Campertstraat 11
Fabricant: NL-6416 SG Heerlen
Product designation Inclinometer
Produktbezeichnung: Neigungssensor,
Désignation du produit: Sensors Inclinométre
TILTIX
Type code: ACS-XXX, AGS-XXX, ANS-XXX,
Typbezeichnung: AKS-XXX, ADS-XXX
Type:

We herewith confirm that the above mentioned products meet the requirements of the following
European standards.

Hiemit erklaren wir, dass die oben aufgefiihrten Produkte mit den folgenden Europaischen Richtlinien Gibereinstimmen.

Le produit désigné ci-dessus est conforme a la ligne directrice européenne suivante.

Standard/ Richtlinie/ Directive

2004/108/EC (valid until 19.04.2016) | Electromagnetic Compatibility (EMC) Directive
2014/30/EU (valid from 20.04.2016)

Single standards / EU Norm/ Normes

DIN EN 61000-6-2:2006 Electromagnetic compatibility (EMC) - Part 6-2: Generic
standards - Immunity for industrial environments
DIN EN 61000-6-4:2011 Electromagnetic compatibility (EMC). Generic standards.

Emission standard for industrial environments

Heerlen, 28.02.2019 Christian Leeser

Place and date of issue Name and signature of authorized person

Ort und Datum der Ausstellung rechtsverbindliche Unterschrift

Lieu et date d'établissement Norm et signature de la personne autorisée
FRABAB.V.

Jan Campertstraat 11, 6416 SG Heerlen (NL)
Phone +31 45-8080123, Fax +49 221-96213-10, www.fraba.eu, info@fraba.eu
Deutsche Bank (BLZ 370 700 60) Konto Nr. 7720 006, IBAN DE26 3707 0060 0772 0006 00, SWIFT-Code DEUTDEDK
KvK-Limburg: 14106278, USt-ldent-Nr.: NL819955012B01, BTW Nr.: 819955012



PR Series

Cylindrical Type Proximity Sensor

(m] Features

e Improved the noise immunity with dedicated IC

e Built-in reverse polarity protection circuit (DC 3-wire type)

e Built-in surge protection circuit

e Built-in output short over current protection circuit (DC type)
e Long life cycle and high reliability, and simple operation

e |P67 protection structure (IEC standard)

e Replaceable for micro switches and limit switches

Please read “Safety Considerations”
in the instruction manual before using.

q3

(w] Specifications

e DC 2-wire type

XWhen the [] model name is X, it is non-polarity model.

Vodel PR oe1D9 |PRT08-2D0 |PRT12:2D00 |PRT124D0 |PRT18-500 |PRT18-8D10 Eggg:}%g PRT30-15D0
PRT08.1.5D0.v [PRT08-2DC  [PRT12:2DC |PRT124DIC |PRT18-5DIC |PRT18-8DIC |ppr30-10D0.y|PRT30-15DIC

D|ameter9f 8mm 12mm 18mm 30mm

sensing side

Sensing distance  |1.5mm 2mm 2mm 4mm 5mm 8mm 10mm 15mm

Installation Shield (flush) E‘:]%T]j]':;::]d) Shield (flush) E‘:]%T]j]':;::]d) Shield (flush) E‘:]%T]j]':;::]d) Shield (flush) E‘:}%’;%T:Ld)

Hysteresis Max. 10% of sensing distance

Standard sensing  |8x8x1mm 12x12x1mm 18x18x1Tmm |25%25x1mm |30x30x1Tmm |45%45x1mm

target (iron) (iron) (iron) (iron) (iron) (iron)

Setting distance 0to 1.05mm |0 to1.4mm |Oto 1.4mm |0 to2.8mm |[0to3.5mm [0to5.6mm [0to 7mm 0 to 10.5mm

Power supply 12-24VDC==

(operating voltage) [(10-30VDC=)

Leakage current Max. 0.6mA

Eeegﬁgggim 1.5kHz 1kHz 1.5kHz |500Hz |350Hz |400Hz |200Hz

Residual voltage™?

Max. 3.5V (non-polarity type is max. 5V)

Affection by Temp.

Max. +10% for sensing distance at ambient temperature 20°C (for PRT08 Series: +20% max.)

Control output

2 to 100mA

Insulation resistance

Over 50MQ (at 500VDC megger)

Dielectric strength

1,500VAC 50/60Hz for 1 min

Vibration

1mm amplitude at frequency of 10 to 55Hz (for 1 min) in each X, Y, Z direction for 2 hours

Shock 500m/s? (approx. 50G) in each X, Y, Z direction for 3 times
Indicator Operation indicator: Red LED
Ambient 5 . o
Environ- | temperature -25 to 70°C, storage: -30 to 80°C
t -
ment|Ambient 354 950, RH, storage: 35 to 95% RH
humidity

Protection circuit

Surge protection circuit |Surge protection circuit, output short over current protection circuit

Protection structure

IP67 (IEC standard)

@3.5mm, 2-wire, 2m

(AWG24, Core diameter: @5mm, 2-wire, 2m

@4mm, 2-wire, 2m

Cable 0.08mm, Number of cores: 40

Insulato;' diameter: @1mm) "|AWG22, Core diameter: 0.08mm, Number of cores: 60, Insulator diameter: @1.25mm
Material Case/Nut: Nickel plated brass_, WaShEItZ Nickel platgd iro_n, Sensing surface: Pplyb_utylene tergphthalatg,

Standard cable (black): Polyvinyl chloride (PVC), QOil resistant cable (gray): Oil resistant polyvinyl chloride (PVC)
Approval (€3
Weight*® Approx. 64g (approx. 52g) |Approx.84g (approx. 72g) |Approx.1229 (approx. 110g) |Approx.207g (approx. 170g)

X1: The response frequency is the average value. The standard sensing target is used and the width is set as 2 times of the standard
sensing target, 1/2 of the sensing distance for the distance.

X 2: Before using non-polarity type, check the condition of connected device because residual voltage is 5V.

X 3: The weight includes packaging. The weight in parenthesis in for unit only.

X The T of model name is for power type. 'D' is 12-24VDC, 'X' is non-polarity 12-24VDC.

X Environment resistance is rated at no freezing or condensation.

F-70
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Cylindrical Type

(m] Specifications
e DC 3-wire type

PR08-1.5DN |PR08-2DN PR12-2DN PR12-4DN PR18-5DN PR18-8DN PR30-10DN |PR30-15DN
PR08-1.5DP |PR08-2DP  |PR12-2DP gg}gjgﬁz PR18-5DP  |pR18.8DP  |PR30-10DP |PR30-15DP ConTROLLLRS
PR08-1.5DN2 |PR08-2DN2 |PR12-2DN2 |pR{5-4DP3 gg]g-ggyg PR18-8DN2 |PR30-10DN2 |PR30-15DN2
Model PR08-1.5DP2 |PR08-2DP2 |PR12-2DP2 |PRS12-4DN |ppq 8:5DN-V PR18-8DP2 |[PR30-10DP2 |PR30-15DP2
PRL08-1.5DN (PRL08-2DN |PRS12-2DN |PRS12-4DP oo, 4o cny’ |PRL18-8DN  |PRL30-10DN |PRL30-15DN
PRL08-1.5DP [PRL08-2DP |PRS12-2DP ggg}gjggg PRL18-5Dp |PRL18-8DP (PRL30-10DP |PRL30-15DP | |yorion pevices
PRL08-1.5DN2|PRL08-2DN2 |PRS12-2DN2 |pRi124DN" |PRL18-5DN2 |PRL18-8DN2 |PRL30-10DN2|PRL30-15DN2
PRL08-1.5DP2|PRL08-2DP2 |PRS12-2DP2 |PRL12-4DP |PRL18-5DP2 |PRL18-8DP2 |PRL30-10DP2|PRL30-15DP2
Diamster of 8mm 12mm 18mm 30mm SOFTWARE
sensing side
Sensing distance  |1.5mm 2mm 2mm 4mm 5mm 8mm 10mm 15mm
. . Non-shield . Non-shield . Non-shield ) Non-shield
Installation Shield (flush) (non-flush) Shield (flush) (non-flush) Shield (flush) (non-flush) Shield (flush) (non-flush)
Hysteresis Max. 10% of sensing distance
Standard sensing . ) 18x18x1mm [25x25x1mm |30x30x1mm [45%45x1mm
target 8x@x1mm (iron) 12x12x1mm (iron) (iron) (iron) (iron) (iron)
Setting distance 0 to 1.05mm |O to1.4mm |0to 1.4mm |0 to2.8mm |0to 3.5mm |[0to5.6mm [0to 7mm 0 to 10.5mm (A)
Power supply 12-24VDC= Sensors
(operation voltage) [(10-30VDC=)
Current . Max. 10mA (FEi!l))er Optic
consumption Sensors
Response 1.5kHz 1kHz 1.5kHz 500Hz 350Hz 400Hz 200Hz
frequency (Lci:)mn
Residual voltage Max. 2.0V Max. 1.5V
Affection by Temp. |Max. £10% for sensing distance at ambient temperature 20°C, PR08 Series: max. +20% o))
Control output Max. 200mA [S)eor‘:;/oArrsea
Insulation resistance |Over 50MQ (at 500VDC megger) o
Dielectric strength |1,500VAC 50/60Hz for 1 min ‘S’z“::rs
Vibration 1mm amplitude at frequency of 10 to 55Hz (for 1 min) in each X, Y, Z direction for 2 hours
Shock 500m/s? (approx. 50G) in each X, Y, Z direction for 3 times ;’Fr)oximity
Sensor:
Indicator Operation indicator: Red LED oreers
Ambient o . o (©)
Environ- | temperature -25 to 70°C, storage: -30 to 80°C 235;‘,’,:
ment  |Ambient .
humidity 35 to 95%RH, storage: 35 to 95%RH “
Protection circuit Surge protection circuit, Reverse polarity protection circuit, output short over current protection circuit Eﬁ;f,'},’e,s
Protection structure |IP67 (IEC standard) o
Material Case/Nut: Nickel plated brass, Washer: Nickel plated iron, Sensing surface: Polybutylene terephthalate, Comnectors] s/
Standard cable (black): Polyvinyl chloride (PVC), Qil resistant cable (gray): Oil resistant polyvinyl chloride (PVC) gg:::;g;ﬂ::ﬁo"
@3.5mm, 3-wire, 2m ) .
(AWG24, Core diameter: 0.08mm, @4mm, 3-wire, 2m @5mm, 3-wire, 2m
Cable .
Number of cores: 40, K ] ] - ]
Insulator diameter: @1mm) AWG22, Core diameter: 0.08mm, Number of cores: 60, Insulator diameter: @1.25mm
Approval (q3
Weight*2 PR: Approx. 64g (approx. 52g) gESApAzrgr);xaggZéa(zzrgréxn%)g) PR: Approx. 1229 (approx. 110g) |PR: Approx. 2079 (approx. 170g)
PRL: Approx. 66g (approx. 54g) PRL: Approx. 88g (approx. 76g) PRL: Approx. 142g (approx. 130g) | PRL: Approx. 247g (approx. 210g)

X1: The response frequency is the average value. The standard sensing target is used and the width is set as 2 times of the standard
sensing target, 1/2 of the sensing distance for the distance.

X 2: The weight includes packaging. The weight in parenthesis in for unit only.

X Environment resistance is rated at no freezing or condensation.

.|
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Modem Huawei E3372h

Opis modemu:

e Wspiera technologie LTE - predkos¢ pobierania do 150 Mb/s i wysytania do 50 Mb/s

(nc+ 70Mb/s i 20Mb/s)

e Funkcja Plug&Play — automatyczna instalacja.
e Posiada zfacze kart microSD (do 32 GB).
e Dwa zfacza do anteny zewnetrznej

e Wspierane standardy transmisji danych: 2G/3G/LTE

Specyfikacja techniczna:

Nazwa modelu
Producent

Typ

Transmisja danych
Zakres czestotliwosci

Obstuga wiadomosci SMS

Wspierane systemy operacyjne

Gniazdo kart pamieci microSD
Ztacze anteny zewnetrznej
Wymiary

Waga

Temperatura
Operacyjna:
Przechowywania:

Gwarancja
Strona producenta

E3372h
Huawei
Modem USB

GPRS, EDGE, UMTS, HSPA, HSPA+, LTE
800 /900 / 1800 / 2100 / 2600

Tak (wysytanie/odbieranie)

MS Windows XP SP3,
Microsoft Vista (32/64 bit),
Windows 7 (32/64 bit),
Windows 8 (32/64 bit),
MAC OS X 10.5-10.9

Tak (do 32GB)

Tak (dwa gniazda TS-5 / CRC9)
88 x28x11,5 mm

35 gramow

0d-10do 40 °C
0d-20do 70 °C

24 miesieczna gwarancja producenta
http://consumer.huawei.com/pl/support/products/index.htm?p
name=E3372h&pcode=E3372h-
153&m=2&key0=Mobile%20Broadband&keyl=Dongles&key2=E
3372h-153



http://consumer.huawei.com/pl/support/products/index.htm?pname=E3372h&pcode=E3372h-153&m=2&key0=Mobile%20Broadband&key1=Dongles&key2=E3372h-153
http://consumer.huawei.com/pl/support/products/index.htm?pname=E3372h&pcode=E3372h-153&m=2&key0=Mobile%20Broadband&key1=Dongles&key2=E3372h-153
http://consumer.huawei.com/pl/support/products/index.htm?pname=E3372h&pcode=E3372h-153&m=2&key0=Mobile%20Broadband&key1=Dongles&key2=E3372h-153
http://consumer.huawei.com/pl/support/products/index.htm?pname=E3372h&pcode=E3372h-153&m=2&key0=Mobile%20Broadband&key1=Dongles&key2=E3372h-153

PRZYCISK WANDALOODPORNY LED
MONOSTABILNY niebieski

Przetgcznik PBS-34B metalowy podswietlany ring — niebieski. Przetgcznik wandaloodporny
PBS-34B; 5-pin, monostabilny, chwilowy

1 styk NO + 1styk NC (styk zwierny + styk rozwierny)
Specyfikacja:

wyprowadzenia: do lutowania przewoddw lub do podtgczenia kostki
klawisz ptaski

kolor podswietlenia: niebieski

napiecie zasilania podswietlenia: 12V

ilos¢ wyprowadzen: 5

prad / napiecie: 2A/250V

kolor klawisza: srebrny

Srednica klawisza: 22mm

otwor montazowy: 19mm

rezystancja zwartych stykéw: 20mQ max.

rezystancja rozwartych stykéw: 500VDC 100MQ min.
wytrzymatosc¢ dielektryczna obudowy: 1000VAC 60sek.
zakres temperatur pracy: 30°C +80°C



trwatos¢: 50000 cykli

M19




Wykonawca:

HAVL

professional

AVL Spoika z o.0.
ul. Matuszewska 20 lok. 131
03-876 Warszawa

Podwykonawca:
A A

AP-TECH

AP-TECH Spotka z o.0.
ul. Juliana Tuwima 15
22-400 Zamos$¢é

ZGLOSZENIE ELEMENTOW DO ZATWIERDZENIA

Obiekt:

Lornety Oka Czasu

Data :

09.03.2022

DOKUMENTACJA PROJEKTOWAi ST:

Nr:
02/ZE/OT_LOC

Dostawa, montaz i konfiguracja urzadzen multimedialnych, tzw. Strona / Stron

sLornet Oka Czasu”

1/1

Zakres zgloszenia materiatu:

Elementy umieszczone w skrzyni

REWIZJA : 1

Lp. Nazwa elementu Zalaczone dokumenty
1. Bezpieczniki serii CL6 2
2. Enkoder na $rube 2
3. Filtr sieciowy 2
4. Zasilacz awaryjny UPS 1
5. Silnik 1
6. Przektadnia §limakowa 1
7. Zasilacz 12V
Dokumenty pomocnicze:
Uwagi:
Decyzja Inzyniera: [1* Zatwierdzenie [J*  Oddalenie

Ztozono / Podpisano

(AP-Tech Spotka z 0.0.)

Zaakceptowano / Podpisano

(AVL Spotka z 0.0.)

* - zaznacz wlasciwe




Wylaczniki nadprgdowe

Wylaczniki nadpradowe CLS6, CLS6-DC

6 kA

A
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Wylaczniki nadprgdowe

Informacje techniczne str. 328

Charakterystyka B

Wytaczniki nadpradowe CLS6
Charakterystyka B, znamionowa zwarciowa zdolnos¢ faczeniowa 6 kA

$G10011

$G10111

$G10211

$G10311

5610511

Prad znamionowy | (A) Typ Nr artykutu llos¢ szt. w opak.
1-biegunowy

2 CLS6-B2 269605 12/120
4 CLS6-B4 269606 12/120
6 CLS6-B6 269607 12/120
10 CLS6-B10 269608 12/120
13 CLS6-B13 269609 12/120
16 CLS6-B16 270340 12/120
20 CLS6-B20 270341 12/120
25 CLS6-B25 270342 12/120
32 CLS6-B32 270343 12/120
40 CLS6-B40 270344 12/120
50 CLS6-B50 270345 12/120
63 CLS6-B63 270346 12/120
1+N-biegunowy

2 CLS6-B2/1N 270437 6/60

4 CLS6-B4/1N 270438 6/ 60

6 CLS6-B6/1N 270439 6/ 60
10 CLS6-B10/1N 270440 6/60
13 CLS6-B13/1N 270441 6/ 60
16 CLS6-B16/1N 270442 6/ 60
20 CLS6-B20/1N 270443 6/60
25 CLS6-B25/1N 270444 6/ 60
32 CLS6-B32/1N 270445 6/ 60
40 CLS6-B40/1N 270446 6/60
50 CLS6-B50/1N 270447 6/ 60
63 CLS6-B63/1N 270448 6/ 60
2-biegunowy

2 CLS6-B2/2 270369 6/ 60

4 CLS6-B4/2 270370 6/ 60

6 CLS6-B6/2 270371 6/60
10 CLS6-B10/2 270372 6/ 60
13 CLS6-B13/2 270373 6/ 60
16 CLS6-B16/2 270374 6/60
20 CLS6-B20/2 270375 6/ 60
25 CLS6-B25/2 270376 6/ 60
32 CLS6-B32/2 270377 6/60
40 CLS6-B40/2 270378 6/ 60
50 CLS6-B50/2 270379 6/ 60
63 CLS6-B63/2 270380 6/60
3-biegunowy

2 CLS6-B2/3 270403 4/40

4 CLS6-B4/3 270404 4/40

6 CLS6-B6/3 270405 4/40
10 CLS6-B10/3 270406 4/40
13 CLS6-B13/3 270407 4/40
16 CLS6-B16/3 270408 4/40
20 CLS6-B20/3 270409 4/40
25 CLS6-B25/3 270410 4/40
32 CLS6-B32/3 270411 4/40
40 CLS6-B40/3 270412 4/40
50 CLS6-B50/3 270413 4/40
63 CLS6-B63/3 270414 4/40
3+N-biegunowy

2 CLS6-B2/3N 270471 3/30

4 CLS6-B4/3N 270472 3/30

6 CLS6-B6/3N 270473 3/30
10 CLS6-B10/3N 270474 3/30
13 CLS6-B13/3N 270475 3/30
16 CLS6-B16/3N 270476 3/30
20 CLS6-B20/3N 270477 3/30
25 CLS6-B25/3N 270478 3/30
32 CLS6-B32/3N 270479 3/30
40 CLS6-B40/3N 270480 3/30
50 CLS6-B50/3N 270481 3/30
63 CLS6-B63/3N 270482 3/30
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Wylaczniki nadprgdowe

5G10411

Prad znamionowy I, (A) Typ Nr artykutu llos¢ szt. w opak.
4-biegunowy

2 CLS6-B2/4 270505 3/30
4 CLS6-B4/4 270506 3/30
6 CLS6-B6/4 270507 3/30
10 CLS6-B10/4 270508 3/30
13 CLS6-B13/4 270509 3/30
16 CLS6-B16/4 270510 3/30
20 CLS6-B20/4 270511 3/30
25 CLS6-B25/4 270512 3/30
32 CLS6-B32/4 270513 3/30
40 CLS6-B40/4 270514 3/30
50 CLS6-B50/4 270515 3/30
63 CLS6-B63/4 270516 3/30

Informacje techniczne str. 328

Charakterystyka C

Wytaczniki nadpradowe CLS6
Charakterystyka C, znamionowa zwarciowa zdolnos¢ faczeniowa 6 kA

5G10011

$G10111

5G10211

Prad znamionowy |, (A) Typ Nr artykutu llos¢ szt. w opak.
1-biegunowy

2 CLS6-C2 270347 12/120
4 CLS6-C4 270348 12/120
6 CLS6-C6 270349 12/120
10 CLS6-C10 270350 12/120
13 CLS6-C13 270351 12/120
16 CLS6-C16 270352 12/120
20 CLS6-C20 270353 12/120
25 CLS6-C25 270354 12/120
32 CLS6-C32 270355 12/120
40 CLS6-C40 270356 12/120
50 CLS6-C50 270357 12/120
63 CLS6-C63 270358 12/120
1+N-biegunowy

2 CLS6-C2/1N 270449 6/ 60

4 CLS6-C4/1N 270450 6/ 60

6 CLS6-C6/1N 270451 6/ 60
10 CLS6-C10/1N 270452 6/ 60
13 CLS6-C13/1N 270453 6/ 60
16 CLS6-C16/1N 270454 6/60
20 CLS6-C20/1N 270455 6/ 60
25 CLS6-C25/1N 270456 6/ 60
32 CLS6-C32/1N 270457 6/60
40 CLS6-C40/1N 270458 6/ 60
50 CLS6-C50/1N 270459 6/ 60
63 CLS6-C63/1N 270460 6/ 60
2-biegunowy

2 CLS6-C2/2 270381 6/60

4 CLS6-C4/2 270382 6/ 60

6 CLS6-C6/2 270383 6/ 60
10 CLS6-C10/2 270384 6/60
13 CLS6-C13/2 270385 6/ 60
16 CLS6-C16/2 270386 6/ 60
20 CLS6-C20/2 270387 6/60
25 CLS6-C25/2 270388 6/ 60
32 CLS6-C32/2 270389 6/ 60
40 CLS6-C40/2 270390 6/60
50 CLS6-C50/2 270391 6/ 60
63 CLS6-C63/2 270392 6/ 60
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SERIE E36 CM

MINIATURE SOLID SHAFT ABSOLUTE .
MULTITURN ENCODER 857

@ Singleturn resolution up to 14 bits

@ Multiturn resolution up to 24 bits

® Magnetic technology

® External diameter 36,5 mm

® Shaft® 6 mm

® Protection class IP64 according to DIN EN 60529

® Connection by cable (other cable length available)

c) (4 [<[=][€][*] [
iy = IP 64 -40°C ~o=0
Magnetic Absolute Miniature Vibration P64 Temperature  Express
Encoder Encoder Encoder and shock range Delivery
resistant
42 36,5
3 39 P30
P26
2,5 2 55
|
-1 _.__""-.
i N
o ~ 2 )
< & <€ @
o 8 e N = 1
11 a !
4 threaded holes N ; /
M3 x 6 to 90° - & 26 -
10
3 threaded holes
L M3 x 6 to 120° - & 30
12,5
Radial
22 50 22,50°
75|
REFERENCE Reference example: E36CM-SSI-1231-1212
) . Power Supply / Singleturn ~ Multiturn Special
Serie Interface Shaft ~ Connection  Code

Electronic output resolution  resolution  customer

E36CM - SSI - ] ] ] 1- O [ Y I |

Multiturn SSlI. SSI 1.6 mm 1. Axial cable 1.Binary 1.4,5...30VDC /RS485 09. 9 bits 04. 4 bits LN. +105°C
Solid shaft 2. Radial cable CcwW 10. 10 bits 08. 8 bits
2. Binary 11. 11 bits 12. 12 bits
ccw 12. 12 bits 16. 16 bits
Order your reference 3. Gray 13. 13 bits 20. 20 bits
Step file 3D cw 14. 14 bits 24. 24 bits
. info@encoderhohner.com 4. Gray
.............................. . CCW

service available in 24 h

hnhner www.encoderhohner.com - info@encoderhohner.com - Tel.: (00 34) 972 16 00 17
AUTOMATICOS




SERIE E36 CM

MINIATURE SOLID SHAFT ABSOLUTE MULTITURN ENCODER

MECHANICAL SPECIFICATIONS

Materials

Bearings

Bearings lifetime
Maximum number of revolutions permitted mechanically

Protection against dust and splashes according to DIN EN 60529
Rotor inertia moment

Starting torque at 20°C (68°F)

Maximum load permitted on axial shaft

Maximum load permitted on radial shaft

Weight aprox.
Operating temperature range

Vibration according to DIN EN 60068-2-6
Shock according to DIN EN 60068-2-27

Radial connection

(*) Only available with +5 VDC of power supply.

ELECTRICAL SPECIFICATIONS

Interface 5
Electronic output RS485
Power supply (VCC) 4,5...30 VDC
Consumption <100 mA
Code (BEirr;?/ry
Protocol SSI
Singleturn resolution up to 14 bits
Multiturn resolution up to 24 bits
Absolute accuracy +0,35°
Relative accuracy +1,5 LSB
Max. load capability / channel +20 mA
“Low” signal level <0,8VDC
“High” signal level 2..55VDC
Frequency 50 kHz...2 MHz
Short circuit protection Yes
Protection polarity inversion Yes

Housing: Aluminium
Flange: Aluminium
Shaft: Stainless Steel

Ballraces
1x10' rev.

6000 rpm - Standard
10000 rpm - Upon request
12000 rpm (< 12 bits) - Upon request

IP 64

2 gcm?
<0,01 Nm
20N

40N

0,08 Kg

-40°C to +85°C - Standard
-40°C to +105°C - Extended temperature* Special Customer LN

100 m/s? (10Hz...2000Hz)
1000 m/s? (6ms)

2 meters cable (other cable lengths available on order)

CONNECTION

.
95.0008052
Cable 8x0,14 mm?

GND White

VCC Brown

CLK+ Green

CLK- Grey

DATA+ Yellow

DATA- Pink

PRESET* Red

DIR** Blue

(*) Apply @ 4,5...30 VDC pulse (more than 1 ms) to set the encoder to Zero and
reboot the encoder (turn off and then turn on the power supply).

(**) Connect to 4,5...30 VDC to change direction from default. If this input
is not used, it should be connected to GND in order to avoid interferences.
The encoder must be always rebooted (turn off and then turn on the power
supply) after switching.

www.encoderhohner.com - info@encoderhohner.com - Tel.: (00 34) 972 16 00 17

AUTOMATICOS

and changes

ect to error



1-Phase AC Filters / DC Filters

https://www.schurter.com /PG84

AC Filter

Approvals and Compliances

Description

- Line filter in standard and medical version
- 1-stage

- standard attenuation

Characteristics

- Designed for standard applications

- Protection against interference voltage from the mains
Possible interferences generated in the equipment are strongly attenu-
ated

- Universal line filter for standard applications

- Suitable for use in equipment according to IEC/UL 60950

Other versions on request

- Version with wire connection

- Version with varistor for overvoltage protection

References

Alternative: Standard version

Weblinks

pdf datasheet, html-datasheet, General Product Information, Distributor-
Stock-Check, Detailed request for product, Microsite

Technical Data

Ratings IEC
Ratings UL/CSA
Leakage Current

1-10A @ Ta 40 °C / 250VAC; 50Hz
1-10A @ Ta 40 °C/ 125VAC; 60Hz
standard < 0.25mA (250V / 60Hz)
medical (M5) < 5 pA resp. (M80) < 80
UA (250 V /60 Hz)

1.7kVDC between L-N

2.7kVDC between L/N-PE

Test voltage (2sec)

-25°C to 100°C

Dielectric Strength

Allowable Operation Tempe-
rature

Climatic Category
Protection Class

25/100/21 acc. to IEC 60068-1

Suitable for appliances with protection
class | acc. to IEC 61140

Quick connect terminals 6.3 x 0.8 mm
Aluminum

Terminal
Material: Housing

Line Filter Standard and Medical Version, IEC
60939, UL 1283, CSA C22.2 no. 8
Technical Details

MTBF > 200'000h acc. to MIL-HB-217 F

Approvals and Compliances

Detailed information on product approvals, code requirements, usage instructions and detailed test conditions can be looked up in

Approvals

Details about

Approvals

The approval mark is used by the testing authorities to certify compliance with the safety requirements placed on electronic products.

Approval Reference Type: FMW

Approval Logo Certificates Certification Body
@0 VDE Approvals VDE
UL Approvals uL

G“ us

Description

Certificate Number: 40004673

UL File Number: E72928

EMC Products | EBE.SCHURTER | 1 |

ELECTRONIC COMPONENTS


https://www.schurter.com/en/PG84
http://www.schurter.ch/pdf/english/typ_FMW-41.pdf
http://www.schurter.ch/en/datasheet/FMW-41
https://www.schurter.ch/en/products/emv_general_info.asp?language_id=0
https://www.schurter.com/en/Stock-Check/Stock-Check-Distributor?partnumber1=FMW-41
https://www.schurter.com/en/Stock-Check/Stock-Check-Distributor?partnumber1=FMW-41
https://www.schurter.com/en/Contacts/Contact-Form?type=FMW-41
http://emc-service.schurter.com
http://www.schurter.com/en/Components/EMC-Products/General-Product-Information#10.1
http://www.schurter.com/en/Components/Connectors/General-Product-Information#1.1
http://www.schurter.com/en/Components/Connectors/General-Product-Information#1.1
http://www.schurter.com/en//Documents-References/Approvals/(id)/Field+producttype=FMW+AND+FIELD+CertificationInstitute=VDE
http://www.schurter.com/en//Documents-References/Approvals/(id)/Field+producttype=FMW+AND+FIELD+CertificationInstitute=UL

Line Interactive

&) PowerWalker
PowerWalker VI 750-2000 PSW

Automatic Voltage Regulator with Pure Sine Wave output
Surge Filter for phone line and modem
USB Communication and ViewPower software for controlling

and monitoring
Schuko, French and IEC outlets available

With its  high
PWM-based
VI PSW provides a pure sine wave output

efficient  digitalized
controller PowerWalker
for best protection for sensitive equipment.
A comprehensive display allows monitoring
the power status very easily. Especially best
suitable to protect modern PC like mini
servers, gaming PC, point of sale (POS)
systems and other electronic devices with
APFC power supplies.

Not only limited to APFC power supplies and equipped with a voltage stabilizer, this UPS will continue providing
clean and stable power to connected equipment and is perfect for any home or small and medium office
application.

VI 750 PSW VI 1000 PSW VI 1500 PSW VI 2000 PSW

Power (VA) | | 1000VA | 1500VA 2000VA
Power (W) 480W 700W 1050W 1400W
\
Voltage 162-290 VAC
Frequency Range 50/60Hz +1Hz 50/60Hz (Auto Sensing)
Voltage 230 VAC +10% il
Fregency Range ~ 50Hz or 60Hz +/-1Hz -
Waveform Pure Sine Wave B
Switching Time 2-6ms
Outlets 4 x Schuko / French / IEC [ 4 x Schuko / French; 6 x IEC
Port USB
'Software ViewPower

: AC mode, Battery mode, Load level, Battery capacity, Input voltage, Output voltage,
LCD Display
| Overload alarm, Fault alarm and Low battery alarm
/Amount and Type 1x9Ah/12V | 2x7Ah/12V 2x9Ah/12V | 2x10Ah/12V
Charging Time 6h to 90%
Half-Load backup time 6.5min 7.5min | 5.5min | 4min

Dimensions [mm]
Depth x Width x Height
Weight (kg)

350 x 146 x 160 397 x 146 x 205

6.8 9.0 12.2 | 13.7

09/08/2016

BlueWalker GmbH | Hellersbergstrasse 6, 41460 Neuss, Germany | Tel.: +49 2131 206 17 59







= moror

Silniki prezentowane w tym katalogu zaprojektowane sg
do ogdlnego zastosowania, spetniajg wszystkie standar-
dowe wymagania uzytkownikéw koncowych oraz pro-
ducentéw maszyn i urzgdzen.

Solidna konstrukcja, zastosowane materiaty gwarantujg
spetnienie wymagan stawianych przez rynek.
Mozliwos¢ dokonania modyfikacji pozwala oferowac te
silniki w formie spetniajgcej zdecydowang wiekszos¢
wymagan klientow.

Zawartos¢ katalogu

W katalogu tym prezentujemy parametry eksploatacyjne
oraz wymiary montazowe i gabarytowe nastepujgcych
silnikow:
e trojfazowe silniki w obudowach aluminiowych,
¢ jednofazowe silniki z kondensatorem pracy w obu-
dowach aluminiowych,
¢ jednofazowe silniki z kondensatorem rozruchowym
i kondensatorem pracy,
e trojfazowe i jednofazowe silniki do obrabiarek do
drewna,
e trojfazowe silniki w obudowach zeliwnych

Normy

Silniki produkowane sg zgodnie z nastepujgcymi nor-
mami miedzynarodowymi (i ich krajowymi odpowiedni-
kami):
e w zakresie wymagan elektrycznych
IEC 60072 oraz IEC 60085,
e w zakresie wymiaréw montazowych
IEC 60072,
e w zakresie stopnia ochrony
I[EC 60034-5
e w zakresie formy wykonania
I[EC 60034-7
e w zakresie metod chtodzenia
IEC 60034-6
e w zakresie oznaczania koncowek i kierunku obrotéw
IEC 60034-8
e w zakresie poziomu drgan
IEC 60034-14
e w zakresie poziomu hatasu
IEC 60034-9
e w zakresie emisyjnosci elektromagnetycznej i odpor-
nosci na zaktécenia spetniajg wymagania
EN 61000-6-1,2,3,4

Wszystkie silniki opisane w tym katalogu posiadajg znak
CE.

Sprawnos¢ silnikow

Komisja Europejska rozporzadzeniem nr 640/2009
wdrozyta Dyrektywe 2005/32/WE Parlamentu Europej-
skiego dotyczgcg wymogow dla silnikow elektrycznych

w zakresie ich sprawnosci. Wymogi te dotyczg silnikdw
indukeyjnych 2-, 4-, 6-biegunowych. Zgodnie z tym roz-
porzgdzeniem od 16.06.2011 silniki o mocy 0,75 — 375
kW muszg odpowiadac klasie sprawnosci IE2.
Rozporzadzenie to nie ma zastosowania do silnikdw

e projektowanych do pracy w zanurzeniu,

e stanowigcych integralng czes¢ produktu,

e zaprojektowanych specjalnie do eksploataciji z przy-
najmniej jednym spetnionym warunkiem: praca na
wysokosci powyzej 1000 m n.p.m, w temperaturze
otoczenia powyzej 40°C lub ponizej -15°C (m.in.)

Klasy sprawnosci silnikbw prezentowanych w tym kata-
logu podano w tabelach z ich danymi technicznymi.

Klasa izolaciji

We wszystkich silnikach zastosowano izolacje klasy F,
ktora dopuszcza przyrost temperatury 105° mimo, ze ich
przyrosty temperatury przy petnym obcigzeniu nie prze-
kraczajg 80°.

W rezultacie posiadajg one termiczny bufor bezpieczen-
stwa wynoszgcy 25°.

Moze on zosta¢ wykorzystany do oferowania silnikow
specjalnych do eksploatacji w temperaturze otoczenia
wyzszej niz 40°C lub na wysokosci wyzszej niz 1000 m
n.p.m.

Pozwala on rowniez na prace silnika przy wiekszych niz
dopuszczalne normg odchytkach napiecia i czestotliwo-
&ci.

W zasadzie wszystkie silniki, 0 mocy nieutamkowej, po-
siadajg czujniki temperatury wbudowane w uzwojenia
CO przy zastosowaniu wiasciwego wytgcznika elektro-
magnetycznego. (rbwniez oferowanego przez naszg fir-
me) pozwala samoczynnie wytgczy¢ silnik w przypadku
przekroczenia dopuszczalnej temperatury uzwojenia.
Silniki wielkosci 160 i wieksze posiadajg czujnik typu
PTC.

Ukfad izolacyjny tych silnikdw pozwala na ich zasilanie
Z przemiennika czestotliwosci.

Stopien ochrony

Zgodnie z normg IEC 60034-5 ochrona ludzi przed kon-
taktem z czesciami pod napieciem lub wirujgcymi, a tak-
ze ochrona maszyny przed przedostaniem sie do niegj
ciat obcych lub wody opisywana jest kodem [P . Kod
ten sktada sie z liter IP oraz dwu cyfr z ktdrych pierwsza
opisuje stopien ochrony przed ciatami obcymi, a druga
stopien ochrony przed woda. Silniki opisane w tym ka-
talogu posiadajg stopien ochrony IP 55. Oznacza to, ze
sg one odporne na pyt oraz na strugi wodly.

Konstrukcja silnikow

Kadtuby silnikdw, tarcze tozyskowe oraz tapy wykonane
sg z odpornego na korozje aluminium lub z zeliwa.
W zasadzie silniki do wielkosci mechanicznej 160 ofe-



rowane sg w obudowach aluminiowych lub zeliwnych,
natomiast silniki wielkosci mechanicznej 180 — 355 ofe-
rowane sg wytgcznie w konstrukgcji zeliwnej. Na specjal-
ne zamowienie mozliwe jest dostarczenie silnikdbw wiel-
kosci 180 i 200 w obudowach aluminiowych.

Silniki kotnierzowe w obudowach aluminiowych mogg
by¢ dostarczane z kotnierzem aluminiowym lub zeliw-
nym, jako standard traktowana jest wersja z kotnierzem
aluminiowym.

Aluminiowe kadtuby wielkosci 56 — 160 wykonywane
sg w takiej konstrukgii, ktéra w fatwy sposdb umozliwia
wykonywanie lub modyfikacje silnikéw ze skrzynkg za-
ciskowg usytuowang na gorze, po prawej lub po lewe;
stronie silnika.

Standardowo silniki dostarczane sg ze skrzynkg zaci-
skowg u gory.

Skrzynka zaciskowa wykonywana jest z aluminium
(do wielkosci mechanicznej 180), z zeliwa ( dla wiek-
szych wielkosci) lub z tworzywa sztucznego dla silnikbw
jednofazowych.

Skrzynki zaciskowe silnikdw jednofazowych sg tak skon-
struowane, ze kondensator(y) miesci sie w skrzynce.
Skrzynki zaciskowe sg tak mocowane do kadtuba silni-
ka, ze istnieje mozliwos¢ ich obracania o 90°.

Silniki dostarczane sg z dtawikami w skrzynce zacisko-
wej. Silniki o mocy do 3 kW (witgcznie) posiadajg jeden
dtawik w skrzynce zaciskowej, a wieksze dwa dtawiki.
Wymiary dtawikdw podane sg w dalszej czesci katalo-
gu.

W skrzynce zaciskowej znajduje sie tabliczka zacisko-
wa z 6-ma zaciskami oznaczonymi zgodnie z normg
IEC50034-8.

Ponadto dla silnikow z czujnikami temperatury w uzwo-
jeniu w skrzynce znajduje sie kostka z wyprowadzeniami
od czujnikdw.

tozyska silnikéw bedgcych przedmiotem tego katalo-
gu podano w tabeli w dalszej jego czesci.

Silniki do wielkosci mechanicznej 180 (wtgcznie) wypo-
sazone sg w fozyska zamkniete (ZZ lub RS) i w zwigzku
Z tym nie wymagajg smarowania w okresie uzytkowa-
nia. Silniki wielkosci mechanicznej 200 i wieksze wy-
posazone sg w smarowniczki i winne by$s smarowane
w okresach podanych w ich dokumentacji techniczno
ruchowe;.

Silniki dostarczane sg z tozyskami wypetnionymi sma-
rem do pracy w temperaturze otoczenia do 50°C w kli-
macie suchym, wilgotnym lub umiarkowanym.

W przypadku koniecznosci pracy w innych warunkach
prosimy o kontakt z naszg firma.

Uktad chtodzenia

Chtodzenie w silnikach standardowych o wielkosci 56 —
355 realizowane jest za pomoca przewietrznika osadzo-
nego na wale od strony przeciwnapedowej, ostonietego

ostong przewietrznika wykonang z blachy stalowe;.

W silnikach standardowych chtodzenie jest jednakowo
efektywne przy obu kierunkach obrotéw. Dla silnikow
zasilanych falownikami, z gtebokg regulacjg predkosci
obrotowej, oferujemy zestaw niezaleznego (obcego)
chtodzenia, ktdrego intensywnosc jest stata i nie zalezy
od predkosci obrotowej silnika.

Sposo6b zamawiania

W zamowieniu nalezy podac¢ oznaczenie typu silnika,
np..

MS 100 L1-4

e pierwsza litera oznacza rodzaj obudowy:
M - obudowa aluminiowa,
Y - obudowa zeliwna,

e druga litera oznacza rodzaj silnika
S - silnik tréjfazowy,
Y - silnik jednofazowy z kondensatorem
pracy
L — silnik jednofazowy z kondensatorami
rozruchowym i pracy,

e trzecia litera (jezeli wystepuje) oznacza silniki w wy-
konaniu specjalnym
C - silnik do obrabiarek do drewna,
T — silnik o powiekszonym momencie rozruchowym

¢ kolejne dwie lub trzy cyfry oznaczajg wielkos¢ me-
chaniczng silnika - jest to (wyrazona w mm) odle-
gtos¢ pomiedzy osig watu silnika, a ptaszczyzng
jego tap

¢ nastepujgca po nich litera oznacza dtugos¢ kadtuba

S — krotki, (jej brak oznacza, ze w tej
M — Sredni,  wielkosci wystepuje tylko
L — dtugi jedna dtugos¢ kadtuba)

¢ kolejna cyfra oznacza dtugosc pakietu stojana w ka-
dtubie
1- krétki, 2- Sredni, 3-dugi

e ostatnia cyfra oznacza liczbe par biegundw
2, 2p=2; 4,2p=4; 6,2p=6; 8,2p=8.

Zamowienia specjalne

Na specjalne zamdwienie naszych Klientow oferujemy:
silniki specjalne do pracy w temperaturze 50°C oraz sil-
niki wielobiegowe z uzwojeniem przetgczalnym lub dwo-
ma niezaleznymi uzwojeniami.
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MY Jednofazowe silniki indukcyjne z kondensatorem pracy,
w obudowach aluminiowych. IP 55

u Dane techniczne U=

M Predk. Spraw- s, s — Parametry kondensa- ez
T oc obrot. Prad nosci mocy rozru- Mr Mm tora pracy hatasu Masa
CosQ chu LwA
kW Hp 1/min A % - A - - dB kg
MY 56 1-2 0,09 0,12 2760 0,79 54 0,92 3 0,65 1,6 4 yF / 450V 67 2,9
MY 56 2-2 0,12 0,16 2770 0,98 58 0,92 4 065 16 6 pF /450 V 67 3,2
MY 56 3-2 0,18 0,25 2780 1,42 60 0,92 5 0,65 1,6 10 yF / 450 V 69 3,5
MY 63 1-2 0,18 025 2780 1,33 62 0,95 5 060 17 10 pF / 450 V 70 4
MY 63 2-2 0,25 0,37 2780 1,76 65 0,95 7 060 1,7 12 yF / 450 V 70 45
MYT 71 1-2 0,37 0,50 2700 2,61 65 0,95 10,44 0,60 1,7 16 uF /450 V 75 51
MYT 71 2-2 0,55 0,75 2700 3,66 68 0,96 15,60 0,70 1,7 20 yF/ 450V 75 7,2
MYT 80 1-2 0,75 1,0 2760 4,73 71 0,95 20 0,70 1,8 25 uF/ 450V 75 9,8
MYT 80 2-2 1.1 1,5 2720 6,73 72,5 0,98 26 0,65 1,7 35 uF / 450V 78 11,3
MYT 90S-2 1,5 2,0 2800 8,87 75 0,98 38 0,6 1,8 45 yF / 450 V 80 15
MYT 90L-2 22 3,0 2800 12,8 76 0,98 58 0,6 1,7 60 UF /450 V 80 17,6
MYT 100L-2 3 3,0 2800 17,4 76,5 0,98 81,5 0,5 1,8 80 pF /450 V 83 25,5
u Dane techniczne U=
Krotnos¢ :
” woo TR ey SR ool m o, Peemeiondense TOST
CoSs® chu LwA
kW Hp 1/min A % - A - - dB kg
MY 56 1-4 0,06 0,08 1360 0,59 48 0,92 2,5 075 16 4 pF/ 450V 63 3,5
MY 56 2-4 0,09 0,12 1370 0,83 51 0,92 3 0,75 1,6 6 uF /450 V 63 3,8
MY 63 1-4 0,12 0,16 1380 1,03 55 0,92 35 065 16 10 pF / 450 V 65 4
MY 68 2-4 0,18 0,25 1390 1,49 57 0,92 OS] 0,65 1,5 12 yF /450 V 65 4,6
MYT 71 1-4 0,25 0,37 1320 1,97 60 0,92 7,88 0,70 1,5 16 yF /450 V 65 57
MYT 71 2-4 0,37 0,5 1320 2,91 60 0,92 11,66 0,70 1,5 20 yF/ 450V 68 6,7
MYT 80 1-4 0,55 0,75 1370 417 63 0,91 14 0,65 1,7 20 yF / 450V 73 9,7
MYT 80 2-4 0,75 1,0 1870 5,1 67,3 0,95 18 0,63 1,65 30 uF /450 V 73 11,5
MYT 90S-4 1.1 1,5 1350 7,59 68,5 0,92 27 0,55 1,7 40 yF / 450 V 75 15,5
MYT 90L-4 1,5 2,0 1370 9,64 72 0,94 35 055 1,7 45 uF /450 V 78 17,5
MYT 100LI-4 2,2 3.0 1400 14,05 74 0,92 60 0,45 1,8 70 yF /450 V 80 26
MYT 100L2-4 3 4,0 1400 17,83 77 0,95 76 0,45 1,7 90 yF /450 V 80 32
%ﬁ F F
SS* SS*
2 \‘ (V) \> ()
Loy ¢ : s D
ARY By ]
* wymiar SS jak w silnikach tréjfazowych *wymiar SS jak w silnikach tréjfazowych ’
Wymiary montazowe
Wymiary gabarytowe
Wm B3 B5 B14
A B C D E F G H K M N B IR § T M N ® R S T AA AC AD HD L
56 90 71 36 9 20 3 72 56 58 98 80 120 0 7 30 65 50 8 0 M5 25 108 115 156 100 192
63 100 80 40 11 283 4 85 63 7 115 95 140 O 10 30 75 60 90 O M5 25 120 130 179 116 212
71 112 90 45 14 30 5 1171 7 130 110 160 O 10 35 85 70 105 0O M6 25 132 145 194 123 240
80 125 100 50 19 40 6 155 80 10 165 130 200 O 12 35 100 80 120 O M6 3,0 157 165 223 143 290
90S 140 100 56 24 50 8 20 90 10 165 130 200 O 12 35 115 95 140 O M8 3,0 172 185 240 150 310
90L 140 125 56 24 50 8 20 90 10 165 130 200 O 12 35 115 95 140 0 M8 3,0 172 185 240 150 335
100L 160 140 63 28 60 8 24 100 12 215 180 250 0O 15 4,0 130 110 160 0O M8 3,5 196 205 260 160 357

13



2. Przektadnie slimakowe PMRV

PMRV025~130 PRV030~130

Przekfadnie slimakowe serii PMRV charakteryzuje:
+ Obudowy o wielkosciach 030,040,050,063,075 i 090 wykonano z aluminium, wieksze 110 i 130 wykonano z zeliwa
+ Wersje 030,040,050,063 dostarczane sg z olejem syntetycznym o lepkosci 320, pozostate z olejem mineralnym o lepkosci
460
+ Przektadnie o wielkosciach 075,090,110,130 wyposazone sg w tozyska stozkowo-rolkowe, mniejsze posiadaja tozyska
kulkowe

Oznaczenie

PMRV 050 FD 20 P71 B5 B3

Typ Rozmiar | Kolnierz Przelozenie =C Wersja Pozycja
= montazowa
Iec)
030 U 56.. B5 B3
040 FA — B14 B6
050 FB 132.. B7
063 FC B8
075 | FD V5
090 (Fﬁ V6
11
138 (2
TA

Wersje kotnierza wyjsciowego

Przektadnie slimakowe dostepne sg w dwunastu konfiguracjach kotnierza wyjsciowego.
U - brak kotnierza
TA - ramie reakcyjne
(1) — kotnierz wyjsciowy po prawej
(2) — kotnierz wyjsciowy po lewej

FA1,FB1,FC1,FD1,FE1 FA2,FB2,FC2,FD2,FE2




Pozycja watka wyjsciowego

Pozycje montazowe

DMRV...U - B3 B6 V5 V6

Smarowanie

Wszystkie przektadnie dostarczane sa z olejem. llos¢ i rodzaj wypetniajacego je oleju podano w ponizszych tabelach. Przekfad-
nie o wielkosciach od 030 do 090 nie wymagaja dodatkowego serwisu. W przektadniach o wielkosciach od 110 do 130 nalezy
wymienic olej po 400, a nastepnie po kazdych 4000 godzin pracy.

B3 B6 B7 B8 V5 Vé
PMRV025 0.023
PMRV030 0.05
PMRV040 0.1
PMRV050 0.15
PMRV063 0.3
PMRV075 0.5
PMRV090 1
PMRV110 3 25 2.5 2.2 3 2.2
PMRV130 4.5 35 3.5 3.3 4.5 33

T % AL Mobil s | 4%

©-50 0 +50 «100| SO |SHELL | AGIP | ESSO | MOBIL CASTROL BP

GMERI

PMRV025~090 VG320 Tivela Telium 5220 Glygoyle | Alphasyn | Energol
OIL 8320 | VSF320 30 PG320 [SG-XP320 Synthetic oil
Omala | Blasia | S Mobi Alpha | £ ergol
VG460 mala asia partan | Mobilgear MAX nergol | crE460
0IL460 480 EP480 634 460 GR-XP460
PMRV110~130 Mineral cil
|
VG220 Omala Blasia Spartan | Mobilgear ‘:ﬂir: Energol
0IL220 220 EP220 630 220 GR-XP220

=B moror 3



Symbole

n, [min ] - predko$¢ wejsciowa

n, [min ] - predko$¢ wyjsciowa

i — przetozenie

P, [kW] - moc wejéciowa

M_[Nm] - nominalny moment wyjsciowy

M, [Nm] - moment wyjéciowy w odniesieniu do P,
sf — wspoétczynnik przecigzenia

n, [%] - sprawnos¢ dynamiczna

n, [%] - sprawnos¢ statyczna

R, [N] - dozwolone wyjsciowe obcigzenie promieniowe

Obciazenie promieniowe
AN
i F22
i
e

[/ 0
Il’ /=
| .
\ Y

N

_.. A>=R,x0.25
L
o R2max [N]

[min" 030 040 050 063 075 090 110 130
187 770 1000 1340 1380 1860 2360 2850 3800
140 820 1100 1520 1760 2470 2520 2990 4040
93 880 1260 1700 1830 2830 2620 3420 4560
70 990 1420 1940 2030 3250 2780 3940 5030
56 1040 1570 2200 2260 3460 3740 4610 6270
47 1080 1630 2270 2290 3620 3930 4940 6650
35 1100 1680 2340 2410 3880 4040 5410 7120
28 1180 1780 2520 2620 4090 4620 5890 7790
23 1240 1890 2710 2830 4300 4850 6270 8310
18 1410 2200 2990 3250 4670 5770 7410 9780
14 1570 2410 3360 3460 4930 6090 7840 10160

Gdy obciazenie promieniowe nie jest zadawane w centralnej linii watka nalezy wéwczas wyliczy¢ efektywne obcigzenie wedtug

wzoru: a,b to wartosci podane w tabeli.

PMRV 025 | 030 | od0 [ 050 | o063 [ o075 [ o090 | 110 [ 130
a 50 65 B4 101 120 13 162 176 188
b 38 50 64 76 95 101 | 122 | 13 | 148
R2max 1350 1830 3490 4840 6270 7380 8180 12000 13500
- R . .
e = 2 = Flzmnx
(b+x)
R <R,

B moror 9



200W Constant Power Mode LED Driver X L G - 2 0 0 series
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(Except for L type) (Except for L type)

Note.12

B Features M Applications
* Wide input range 100~305V AC( Class I) » Skyscraper lighting
* Full power output at 70~100% Constant power mode operation » Street lighting
* Metal case with IP67, suitable for outdoor application * Floodlight Lighting
» Surge protection with 6KV/4KV (10KV/6KV optional) » Stage lighting
» 3in 1 dimming function (Dim to off and Isolation design) * Fishing lighting
* India (EESL) version with Input Over Voltage Protection can * Horticulture lighting

survive input voltage stress of 440Vac for 48 hours * Bay lighting
* Protection functions: OVP/SCP/OCP/OTP * DMX power supply
* Life time >50,000 hrs. and 5 years warranty * Type HL for use in class |, Division 2

H Description

XLG-200 series is a 200W LED AC/DC driver featuring the constant power mode. XLG-200 operates
from 100~305VAC and offers models with different rated current ranging between 700mA and 16A.
Thanks to the high efficiency up to 94%, with the fanless design, the entire series is able to operate for
-40°C ~+90°C case temperature under free air convection. The design of metal housing and IP67 ingress
protection level allows this series to fit both indoor and outdoor applications. Moreover the innovative
environment-adaptive capability allows this series to reliably light on the LEDs for all kinds of application
environments in almost any spots that may install LED luminaires in the world. XLG-200 series comply
with the latest version of IEC61347/GB7000.1-2015 and UL8750 international safety regulations.
The output and dimming circuit are also completely in accordance with the new regulations with
isolation to ensure the safety of both userand luminaire system during installation.

l Model Encoding
XLG -200[1]-[L]-[ ]

L Function options
Rated output voltage(12/24V ,or L/H types)

I: for India version(by request with Input over voltage protection)
{ [ ]: For standard version

Rated wattage

Series name

Type Function Note
Blank lo and Vo fixed.(For harsh environment) By request
A lo adjustable via built-in potentiometer In Stock
AB lo adjustable via built-in potentiometer + In Stock

3in 1 dimming function (0~10Vdc, 10V PWM signal and resistance)

Note: 12V and 24V models without AB type

File Name:XLG-200-SPEC 2019-07-04
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200W Constant Voltage + Constant Current LED Driver X L G - 2 0 0 series

SPECIFICATION
MODEL XLG-200[]-12-[] XLG-200[ J-24-[]
DC VOLTAGE 12V 24V
CONSTANT CURRENT REGION Note.2 | 8.4~ 12V 16.8~ 24V
RATED CURRENT 16A 8.3A
RATED POWER 192W 199.2W
RIPPLE & NOISE (max.) Note.3|150mVp-p 240mVp-p
CURRENT ADJ. RANGE Adjustable for A-Type only (via the built-in potentiometer)
’ 8~16A 4.15~8.3A
OUTPUT VOLTAGE TOLERANCE Note.4 [ +3.0% +2.0%
LINE REGULATION +0.5% +0.5%
LOAD REGULATION +2% 1%
SETUP, RISE TIME Note.6  |500ms, 100ms/230VAC, 1200ms, 100ms/115VAC
HOLD UP TIME (Typ.) 10ms/ 230VAC 10ms/ 115VAC
100 ~ 305VAC 142 ~431VDC
VOLTAGERANGE  Note.5| o106 refer to "STATIC CHARACTERISTIC" section)
FREQUENCY RANGE 47 ~63Hz
POWER FACTOR PF=0.97/115VAC, PF =0.95/230VAC, PF =0.92/277VAC@full load
TOTAL HARMONIC DISTORTION | THD< 10%(@l0ad250%/115VC,230VAC; @load275%/277VAC)
INPUT EFFICIENCY (Typ.) 92% ‘ 94%
AC CURRENT 2.2A/115VAC  1.1A/230VAC  0.9A/277VAC
INRUSH CURRENT(Typ.) COLD START 65A(twidth=550us measured at 50% Ipeak) at 230VAC; Per NEMA 410
MAX. No. of PSUs on 16A L ) o
CIRCUIT BREAKER 3 units (circuit breaker of type B) / 6 units (circuit breaker of type C) at 230VAC
LEAKAGE CURRENT <0.75mA/ 277VAC
NO LOAD o ;
POWER CONSUMPTION No load power consumption <0.5W(for standard version)
95~108%
OVER CURRENT - — ; P
Hiccup mode or constant current limiting, recovers automatically after fault condition is removed
SHORT CIRCUIT Hiccup mode, recovers automatically after fault condition is removed
PROTECTION 13.5~18V 27 ~ 34V
OVER VOLTAGE
Shut down output voltage, re-power on to recover
INPUT OVER VOLTAGE Note.7 320 ~ 39FJVAC (Shut down output voltage when the input voltage exceeds protection voltage,recovers automatically after fault condition is removed)
can survive input voltage stress of 440Vac for 48 hours
OVER TEMPERATURE Hiccup mode, recovers automatically after fault condition is removed
WORKING TEMP. Tcase=-40 ~+90°C (Please refer to “ OUTPUT LOAD vs TEMPERATURE” section)
MAX. CASE TEMP. Tcase=+90"C
WORKING HUMIDITY 20 ~ 95% RH non-condensing
ENVIRONMENT | STORAGE TEMP., HUMIDITY |-40 ~+90°C, 10 ~ 95% RH
TEMP. COEFFICIENT +0.03%/°C (0~60C)
VIBRATION 10 ~500Hz, 5G 12min./1cycle, period for 72min. each along X, Y, Z axes
SAFETY STANDARDS Note.7 UL8750(type”HL"), CSA C22.2 No. 250.13-12; ENEC EN61347-1, EN61347-2-13 independent, EN62384;
GB19510.1, GB19510.14; EAC TP TC 004;IP67 approved
EMC v & |WITHSTAND VOLTAGE IIP-OIP:3.75KVAC  I/P-FG:2KVAC _O/P-FG:1.5KVAC
ISOLATION RESISTANCE I/P-OIP, I/P-FG, O/P-FG:100M Ohms / 500VDC / 25°C/70% RH
Parameter Standard Test Level/Note
Conducted EN55015(CISPR15) ,GB/T17743 | -
EMC EMISSION Radiated EN55015(CISPR15) ,GB/T17743 |-
Harmonic Current EN61000-3-2 ,GB/T17625.1 Class C @load=50%
Voltage Flicker EN61000-3-3 [
EN61547
Parameter Standard Test Level/Note
ESD EN61000-4-2 Level 3, 8KV air ; Level 2, 4KV contact
Radiated EN61000-4-3 Level 3
EMC IMMUNITY EFT/Burst EN61000-4-4 Level 3
Surge EN61000-4-5 4KVILine-Line 6KV/Line-Earth(6K/10K option)
Conducted EN61000-4-6 Level 3
Magnetic Field EN61000-4-8 Level 4
>95% dip 0. jods, 30% dip 2 iod
Voltage Dips and Interruptions EN61000-4-11 >95°2 ir:ﬁgrrlfngzg 255,0 pe/(;io(ljps © periods
MTBF 749.06K hrs min.  Telcordia SR-332 (Bellcore) ; 200.67Khrs min.  MIL-HDBK-217F (25°C)
OTHERS | DIMENSION 199*63*35.5mm (L*W*H)
PACKING 0.85Kg;16pcs /14.2Kg /0.72CUFT
NOTE 1. All parameters NOT specially mentioned are measured at 230VAC input, rated current and 25°C of ambient temperature.
2. Please refer to "DRIVING METHODS OF LED MODULE".
3. Ripple & noise are measured at 20MHz of bandwidth by using a 12" twisted pair-wire terminated with a 0.1uf & 47uf parallel capacitor.
4. Tolerance : includes set up tolerance, line regulation and load regulation.
5. De-rating may be needed under low input voltages. Please refer to “STATIC CHARACTERISTIC” sections for details.
6. Length of set up time is measured at first cold start. Turning ON/OFF the driver may lead to increase of the set up time.
7.Input over voltage only for XLG-200 | series ,and | series without UL/CSA certificate.
8. The driver is considered as a component that will be operated in combination with final equipment. Since EMC performance will be affected by the
complete installation, the final equipment manufacturers must re-qualify EMC Directive on the complete installation again.
9. This series meets the typical life expectancy of >50,000 hours of operation when Tcase, particularly@ point (or TMP, per DLC), is about 70°C or less.
10. Please refer to the warranty statement on MEAN WELL's website at http:/www.meanwell.com
11.The ambient temperature derating of 3.5°C/1000m with fanless models and of 5°C /1000m with fan models for operating altitude higher than 2000m(6500ft).
12.Products sourced from the Americas regions may not have the CCC/PSE/BIS/KC logo. Please contact your MEAN WELL sales for more information.
13.For any application note and IP water proof function installation caution, please refer our user manual before using.
https://www.meanwell.com/Upload/PDF/LED_EN.pdf
14. To fulfill requirements of the latest ErP regulation for lighting fixture, this LED driver can only be used behind a switch without permanently connected to the mains.

File Name:XLG-200-SPEC 2019-07-04



200W Constant Power Mode LED Driver X L G - 2 0 0 series

SPECIFICATION

MODEL XLG-200__J-L-[] XLG-200[]-H-[]
RATED CURRENT 700mA 3500mA
RATED POWER 200W 200W
CONSTANT CURRENT REGION Note.2| 142 ~285V 27 ~ 56V
FULL POWER CURRENT RANGE| 700~1050mA 3500~5550mA

OUTPUT | OPEN CIRCUIT VOLTAGE (max.)| 300V 60V
CURRENT ADJ. RANGE Adjustable for A/AB-Type only (via the built-in potentiometer)

350~1050mA ‘ 1750~5550mA

CURRENT RIPPLE 3.0%(@ Load=50% rated voltage)
CURRENT TOLERANCE 5%
SET UP TIME Note.4 | 500ms/230VAC, 1200ms/115VAC

100 ~ 305VAC 142VDC ~431VDC

(Please refer to "STATIC CHARACTERISTIC" ang “ DRIVING METHODS OF LED MODULE"section)
FREQUENCY RANGE 47 ~63Hz

PF=0.97/115VAC, PF=0.95/230VAC, PF=0.92/ 277VAC at full load

VOLTAGE RANGE Note.3

POWER FACTOR (Typ.) (Please refer to "Power Factor Characteristic" section)
THD< 10% (@ load=50% at 115VAC/230VAC ,@load=75% at 277VAC)
TOTAL HARMONIC DISTORTION Please refer to “TOTAL HARMONIC DISTORTION (THD)” section
INPUT EFFICIENCY (Typ.) 94% ‘ 93%
AC CURRENT (Typ.) 2.2A/ 115VAC 1.1A/ 230VAC 0.9A/277VAC

INRUSH CURRENT(Typ.) COLD START 65A(twidth=550us measured at 50% Ipeak) at 230VAC; Per NEMA 410

MAX. NO. of PSUs on 16A
CIRCUIT BREAKER

3 unit(circuit breaker of type B) / 6 units(circuit breaker of type C) at 230VAC

LEAKAGE CURRENT <0.75mA/277VAC
UL Standby power consumption <0.5W for AB-Type(Dimming OFF)(for standard version)
POWER CONSUMPTION
SHORT CIRCUIT Hiccup mode or Constant current limiting,recovers automatically after fault condition is removed
301 ~ 360V |61~78v
OVER VOLTAGE
PROTECTION Shut down output voltage, re-power on to recovery
INPUT OVER VOLTAGE Note.5 320 ~ 39QVAQ (Shut down output voltage when the input voltage exceeds protection voltage,recovers automatically after fault condition is removed)
can survive input voltage stress of 440Vac for 48 hours
OVER TEMPERATURE Hiccup mode,recovers automatically after fault condition is removed
WORKING TEMP. Tcase=-40 ~ +90°C (Please refer to "OUTPUT LOAD vs TEMPERATURE" section)
MAX. CASE TEMP. Tcase=+90C
WORKING HUMIDITY 20 ~ 95% RH non-condensing
ENVIRONNENT STORAGE TEMP., HUMIDITY |-40 ~+80°C, 10 ~ 95% RH non-condensing
TEMP. COEFFICIENT 10.03%/°C (0~60C)
VIBRATION 10 ~ 500Hz, 5G 12min./1cycle, period for 72min. each along X, Y, Z axes
SAFETY STANDARDS Note.5 UL8750(type”HL"), CSA C22.2 No. 250.13-12; ENEC EN61347-1, EN61347-2-13 independent, EN62384;
GB19510.1, GB19510.14; EAC TP TC 004;IP67 approved
SAFETY & WITHSTAND VOLTAGE I/P-0/P:3.75KVAC  I/P-FG:2KVAC  O/P-FG:1.5KVAC
EMC ISOLATION RESISTANCE 1/P-O/P, I/P-FG, O/P-FG:100M Ohms / 500VDC / 25°C/ 70% RH
EMC EMISSION Compliance to EN55015, EN61000-3-2 Class C (@ load = 50%); EN61000-3-3
EMC IMMUNITY Compliance to EN61000-4-2,3,4,5,6,8,11, EN61547, light industry level (surge immunity Line-Earth 6 KV, Line-Line 4KV)(10K/6KV option)
Parameter Standard Test Level/Note
Conducted EN55015(CISPR15) ,GB/T17743 | -----
EMC EMISSION Radiated EN55015(CISPR15) ,GB/T17743 |-
Harmonic Current EN61000-3-2 ,GB/T17625.1 Class C @load250%
Voltage Flicker EN61000-3-3 [
EN61547
Parameter Standard Test Level/Note
ESD EN61000-4-2 Level 3, 8KV air ; Level 2, 4KV contact
Radiated EN61000-4-3 Level 3
EMC IMMUNITY EFT/Burst EN61000-4-4 Level 3
Surge EN61000-4-5 4KV/Line-Line 6KV/Line-Earth(6K/10K option)
Conducted EN61000-4-6 Level 3
Magnetic Field EN61000-4-8 Level 4
Voltage Dips and Interruptions ENG1000-4-11 St P
OTHERS MTBF 749.06Khrs min. Telcordia SR-332(Bellcore) ; 200.67Khrs min. MIL-HDBK-217F (25°C)
DIMENSION 199*63*35.5mm (L*W*H)
PACKING 0.85Kg;16pcs/14.2Kg/0.72CUFT
NOTE 1. All parameters NOT specially mentioned are measured at 230VAC input, rated current and 25°C of ambient temperature.

2. Please refer to "DRIVING METHODS OF LED MODULE".
3. De-rating may be needed under low input voltages. Please refer to “STATIC CHARACTERISTIC” sections for details.
4. Length of set up time is measured at first cold start. Turning ON/OFF the driver may lead to increase of the set up time.
5.Input over voltage only for XLG-200 | series ,and | series without UL/CSA certificate.
6. The driver is considered as a component that will be operated in combination with final equipment. Since EMC performance will be affected by the
complete installation, the final equipment manufacturers must re-qualify EMC Directive on the complete installation again.
7. This series meets the typical life expectancy of >50,000 hours of operation when Tcase, panicularly@ point (or TMP, per DLC), is about 70°C or less.
8. Please refer to the warranty statement on MEAN WELL's website at http://www.meanwell.com
9.The ambient temperature derating of 3.5°C /1000m with fanless models and of 5°C/1000m with fan models for operating altitude higher than 2000m(6500ft).
10. To fulfill requirements of the latest ErP regulation for lighting fixtures, this LED driver can only be used behind a switch without permanently connected to
the mains.
11.Products sourced from the Americas regions may not have the CCC/PSE/BIS/KC logo. Please contact your MEAN WELL sales for more information.
12.For any application note and IP water proof function installation caution, please refer our user manual before using.
https:/www.meanwell.com/Upload/PDF/LED_EN.pdf
13. Ripple & noise are measured at 20MHz of bandwidth by using a 12" twisted pair-wire terminated with a 0.1uf & 47uf parallel capacitor.
14. To fulfill requirements of the latest ErP regulation for lighting fixture, this LED driver can only be used behind a switch without permanently connected to the mains.
File Name:XLG-200-SPEC 2019-07-04




Wykonawca:

HAVL

professional

AVL Spoika z o.0.
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03-876 Warszawa

Podwykonawca: AP-TECH Spélka z o.0.
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A TECE 22-400 Zamos$¢é
ZGLOSZENIE ELEMENTOW DO ZATWIERDZENIA
Obiekt: Data :
Lornety Oka Czasu 09.03.2022
DOKUMENTACJA PROJEKTOWAi ST: Nr:

Dostawa, montaz i konfiguracja urzadzen multimedialnych, tzw.

sLornet Oka Czasu”

03/ZE/OT_LOC

Strona / Stron
1/1

Zakres zgloszenia materiatu:

Elementy zwigzane z grzaniem i chlodzeniem

REWIZJA : 1

Lp. Nazwa elementu Zalaczone dokumenty
1. Radiator 2
2. Termostat 2
3. Wentylator 2

Dokumenty pomocnicze:

Uwagi:

Decyzja Inzyniera:  [1* Zatwierdzenie [J*  Oddalenie

Ztozono / Podpisano

(AP-Tech Spotka z 0.0.)

Zaakceptowano / Podpisano

(AVL Spotka z 0.0.)

* - zaznacz wlasciwe




HS Aluminium Housed Resistors ARCOL

Manufactured in line with the requirements of MIL
18546 and |IEC 115, designed for direct heatsink

mounting with thermal compound to achieve maximum

performance.

High Power to volume

Wound to maximise High Pulse Capability
Values from R0O05 to 100K

Custom designs welcome

RoHS Compliant

Characteristics

Tolerance (Code): Standard +5% (J) and £10% (K). Also available £1% (F), £2% (G) and £3% (H)
Tolerance for low Q values: Typically > R0O5 +5% < R047 £10%

Temperature coefficients: Typical values < 1K 100ppm Std. > 1K 25ppm Std. For lower TCR's please contact Arcol
Insulation resistance (Dry): 10,000 MQ minimum

Power dissipation: At high ambient temperature dissipation derates linearly to zero at 200°C

Ohmic values: From R0OO05 to 100K depending on wattage size

Low inductive (NHS): Specify by adding N before HS Series code, e.g. NHS50

NHS ohmic value: Divide standard HS maximum value by 4

NHS working volts: Divide standard HS maximum working voltage by 1.414

Temp. Rise & Power Dissipation

Surface temperature of resistor related to power dissipation.
The resistor is standard heatsink mounted using a proprietary
heatsink compound.
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POWER DISSIPATION (WATTS)

Heat Dissipation

Heat dissipation: Whilst the use of proprietary heat sinks

with lower thermal resistances is acceptable, uprating is not
recommended. For maximum heat transfer it is recommended
that a heat sink compound be applied between the resistor
base and heat sink chassis mounting surface. It is essential that
the maximum hot spot temperature of 200°C is not exceeded,
therefore, the resistor must be mounted on a heat sink of
correct thermal resistance for the power being dissipated.

Ordering Procedure

Standard Resistor. To specify standard: Series, Watts, Ohmic
Value, Tolerance Code, e.g.: HS25 2R2 J

Non Inductive Resistor. To specify add N, e.g.: NHS100 10R J

ARCOL UK Limited,
Threemilestone Ind. Estate,
Truro, Cornwall, TR4 9LG, UK.
T +44(0) 1872 277431

F +44 (0) 1872 222002

E sales@arcolresistors.com

www.arcolresistors.com

The information contained herein does not form part of

a contract and is subject to change without notice. Arcol
operate a policy of continual product development, therefore,
specifications may change.

Itistheresponsibility of the customertoensurethatthecomponent
selectedfromourrangeis suitable forthe intendedapplication. Ifin
doubt please ask Arcol.

Page 1 of 2 10/05.45.



HS Aluminium Housed Resistors

[HIRCAOL

Electrical Specifications
Style P owerrat- Watts Resis- Limiting | Voltage | Voltage Approx Typical Standard heatsink
. ingonstd. | with no - surface
Size MIL-R . . tance element | proof AC | proof AC weight .
18546 heatsink heatsink range voltage Peak rms ms rise H5 2 i
@25°C @25°C 9 9 . 9 mounted | AreaCM Thick-
HS10 RE 60 10 5 R0O05-10K 160 1400 1000 4 5.8 415 1
HS15 RE 65 15 7 R0O05-10K 265 1400 1000 7 5.1 415 1
HS25 RE 70 25 9 R005-36K 550 3500 2500 14 4.2 535 1
HS50 RE 75 50 14 RO1-86K 1250 3500 2500 32 3.0 535 1
HS75 75 24 RO1-50K 1400 6363 4500 85 1.1 995 3
HS100 100 30 RO1-70K 1900 6363 4500 115 1.0 995 3
HS150 150 45 RO1-100K 2500 6363 4500 175 1.0 995 3
HS200 200 50 RO1-50K 1900 7070 5000 475 0.7 3750 3
HS250 250 55 RO1-50K 2200 7070 5000 600 0.6 4765 3
HS300 300 60 RO1-68K 2500 7070 5000 700 0.6 5780 3
HS10-HS300 Standard Resistor A
Centre hole in
each flange is in
J. ~ 150 Watts\only L = J. omm | | L = J.
- B < e— < QO o
21+ ?.1 3.0+ ?.1
Tet HS 10,15, 25,50 ——— |G|A TE HS 75,100, 150 F——— |G|A HS 200, 250, 300 G|A
? 2.0 ? 3.1
+0.25 1 max.
= | - = |
F F F
E E E
M
B B ' B
ﬁ
C _ C C
{
2k iz
Dimensions (mm)
Size A Max B Max C Max D Max E Max F+0.3 G=0.3 H Max J Max K Max L+0.25* | M Max
HS10 16.5 30.0 8.8 8.5 15.9 1.3 124 4.5 24 1.8 24
HS15 21.0 36.5 11.0 11.2 19.9 14.3 15.9 55 2.8 1.8 24
HS25 28.0 51.0 14.6 14.0 27.3 18.3 19.8 7.3 4.7 26 3.2
HS50 29.7 725 14.8 14.2 49.1 39.7 214 8.5 5.2 26 3.2
HS75 47.5 72.0 24.1 27.3 48.7 29.0 37.0 11.8 104 3.7 44
HS100 47.5 88.0 24.1 27.3 65.2 35.0 37.0 11.8 154 37 44
HS150 47.5 121.0 24.1 27.3 97.7 58.0 37.0 11.8 20.4 3.7 44
HS200 725 145.7 41.8 455 89.7 70.0 57.2 20.5 104 55 5.1 103.4
HS250 725 167.0 41.8 455 109.7 89.0 57.2 20.5 104 55 5.1 122.4
HS300 725 184.4 41.8 455 127.7 104.0 59.0 20.5 124 55 6.6 141.4
* HS200-HS300 Watts is + 0.45
Page 2 of 2 10/05.45.



Honeywell

REDI-TEMP THERMOSTATS
REDI-TEMP thermostats are pre-configured as shown and are readily available.

Figure 18. 3455RC REDI-TEMP Series (See page 6 for specifications and potential applications.)

3455RC B203S Moveable Bracket
[222'581 o [(z)%g% I
. __;___
72\
S S |

2X 1,7 DIA

| [0.067]

= =

11,9

0.51 | [0.469]

[0.20] ] , | .
o |
Table 25. 3455RC REDI-TEMP Series Open on Rise Table 26. 3455RC REDI-TEMP Series Close on Rise

Catalog Open Open Close Close Catalog Close Close Open Open
Listing Temp. |Tolerance| Temp. | Tolerance Listing Temp. Tolerance| Temp. | Tolerance
°C[°F] °C[°F] °C[°F] °C[°F] °C[°F] °C[°F] °C[°F] °C[°F]
3455RC-100-220 18 [65] +3 [£5] -1[30] £5 [£8] 3455RC-100-243 21[70] +5 [+8] 2[35] +3 [+5]
3455RC-100-221 24 [79] +3 [£5] 4[40] £5 [£8] 3455RC-100-244 32[90] +5 [+8] 16 [60] +3 [+5]
3455RC-100-222 29 [85] £3 [£5] 13 [55] £5 [28] 3455RC-100-245 43[110] +5 [+8] 27 [80] +3 [+5]
3455RC-100-223 35 [99] +3 [£5] 18 [65] +5 [£8] 3455RC-100-246 54 [130] +5[+8] | 38[100] +3 [£5]
3455RC-100-224 | 41[105] | =+3[+5] 24 [75] +5 [£8] 3455RC-100-247 66 [150] +5[+8] | 49[120] | +3[5]
3455RC-100-225 | 46 [115] £3 [£5] 29 [85] £5 [£8] 3455RC-100-248 77 [170] +5[+8] | 60[140] +3 [+5]
3455RC-100-226 | 52[125] | =+3[+5] 35 [95] +5 [£8] 3455RC-100-249 88 [190] +5[+8] | 71[160] | =+3[5]
3455RC-100-227 | 57[135] | +3[+5] | 41[105] | =+5[x8] 3455RC-100-250 99 [210] +5[+8] | 82[180] | =4 [+6]
3455RC-100-228 | 63 [145] £3[£5] | 46[115] | +£5[+8] 3455RC-100-251 110[230] | +5[+8] | 93[200] +4 [+6]
3455RC-100-229 68 [155] +3 [+5] 52 [125] +5 [+8] Note: Materials and contact ratings are the same as those for 2455RC.

3455RC-100-230 | 73[165] | +3[+5] | 57[135] | 5 [8]
3455RC-100-231 | 79[175] | +3[«5] | 63[145] | 5 [+8]
3455RC-100-232 | 85[185] | +3[+5] | 68[155] | 5 [+8]
3455RC-100-233 | 91[195] | +3[+5] | 73[165] | 5 [:8]

3455RC-100-234 | 96([205] | +4([+6] | 79[175] | +5[+8]

3455RC-100-235 | 102[215] | +4[+6] | 85[185] | 5 [+8]

3455RC-100-236 | 107[225] | +4([+6] | 91[195] | +5[+8]

3455RC-100-237 | 113[235] | 4[+6] | 96[205] | +5[+8]

3455RC-100-238 | 118[245] | =4[+6] | 102[215] | 5 [+8]

3455RC-100-239 | 124 [255] | +4[+7] | 107[225] | 5 [+8]

3455RC-100-240 | 135[275] | =4[+7] | 118[245] | 5 [«8]

3455RC-100-241 | 146[295] | =4[+7] | 129[265] | +5 [+8]

3455RC-100-242 | 157 [315] | =6[+10] | 135[275] | =8 [+15]

Honeywell Sensing and Control 19



SUNON

SPECIFICATION FOR APPROVAL

CUSTOMER

MOTOR TYPE

DESCRIPTION
DIMENSIONS
MODEL

SUNON SPEC. NO.

CUSTOMER
APPROVAL NO.
APPROVED BY
CUSTOMER
(AUTHORIZED)

F:
by SUNON

: MagLev Motor Fan

- 50X50X15 mm
- MF50151V3-1000U-A99
: D05059100G-02

SPEC.NO D05059100G-02
ISSUE DATE 08.17.2017
DRAWN Nancy CHECKED Amy APPROVED Smart EDITION 2
06/27 REVISION DATE |06.27.2018
E.SPEC E11500282
BEBETREROERAE

SUNONWEALTH ELECTRIC MACHINE
NO. 30, LN. 296, XINYA RD., QIANZHEN DIST.,
KAOHSIUNG CITY 80673, TAIWAN (R.O.C)

URL :http://www.sunon.com

INDUSTRY CO., LTD.

TEL:886-7-8135888

FAX:886-7-8230505/8230606/8231010
E-mail: sunon@email.sunon.com.tw

SUNONWEALTH
Page 1 of 14




. MODEL NUMBERING SYSTEM

Mr] 150 J 15 ]| 1 ][V ].3 ]i-]2000U]-][_A99 ]

Series Code Voltage Speed
0: 5vDC X:Super High Function Code
1: 12vDC 1: High
2: 24vVDC 2: Medium
3:36VDC 3 Low — Customer Code
4: 48VDC 4: Extra Low

— Bearing
V: Vapo
B: 2 Ball
Size— ——— Thickness O: 1Ball

@ @ S: Sleeve

i | K7 (mm) Gty | K< (mm) Gntts [ K< (mm) Gtts [ K< (mm)
01~09 01~09 A0~A9 | 100~109 KO~K9 | 200~209 VO~V9 | 300~309
10~19 10~19 BO~B9 | 110~119 LO~L9 | 210~219 [| WO~W9 | 310~319
20~29 20~29 C0~C9 | 120~129 [| MO~M9 | 220~229 X0~X9 | 320~329
30~39 30~39 DO~D9 [ 130~139 NO~N9 | 230~239 Y0~Y9 | 330~339
40~49 40~49 EO~E9 [ 140~149 PO~P9 | 240~249 Z0~79 | 340~349
50~59 50~59 FO~F9 | 150~159 Q0~Q9 [ 250~259
60~69 60~69 G0~G9 | 160~169 RO~R9 | 260~269
70~79 70~79 HO~H9 | 170~179 S0~S9 | 270~279
80~89 80~89 10~19 | 180~189 TO~T9 | 280~289
90~99 90~99 J0~J9 | 190~199 uo~U9 | 290~299

v D.CC.

P e

AT E




1. SPECIFICATION

1. MECHANICAL CHARACTERISTIC

MOTOR DESIGN Single phase, 4-poles Brushless DC motor
BEARING SYSTEM Precise Vapo bearing system
DIMENSIONS See Page 6

MATERIALS OF FRAME Thermoplastic PBT of UL 94V-0

MATERIALS OF FAN BLADE | Thermoplastic PBT of UL 94V-0

DIRECTION OF ROTATION Counter-clockwise viewed from front of fan blade

MOUNTING HOLES Diameter 4.3 mm in 4 holes

WEIGHT 339

2. ELECTRIC CHARACTERISTIC

RATED VOLTAGE 12 VDC
RATED CURRENT 28 mA / Max. 37 mA
RATED POWER CONSUMPTION 0.34 WATTS / Max. 0.45 WATTS
SAFETY POWER CONSUMPTION 0.48 WATTS
OPERATING VOLTAGE RANGE 4.5~13.8 VDC
STARTING VOLTAGE 4.5 VDC (25 deg. C POWER ON/OFF)
OPERATING TEMPERATURE RANGE -10to + 70 deg. C
STORAGE TEMPERATURE RANGE -40to + 70 deg. C
B EE K
SUNONWEALTH

Page 3 of 14



3. PERFORMANCE CHARACTERISTIC

RATED SPEED 3800 RPM + 15% at rated voltage
AIR FLOW 10.2 CFM

STATIC PRESSURE 0.12 Inch-H,0

ACOUSTIC NOISE 20.1 dB(A)

AIR FLOW V.S. PRESSURE See Page 5

INSULATION CLASS UL Class A

INSULATION RESISTANCE
PLASTIC HOUSING

Lead wire (+)

10M ohm at 500 VDC between internal stator and

DIELECTRIC STRENGTH

Applied AC 500 V for one minute or AC 600 V for 2
Seconds between housing and lead wire (+)

LIFE EXPECTANCY

70,000 hrs at 40 deg. C, 65% humidity, 90% CL.

MAutomatic Restart

PROTECTION
Note: In a situation where the fan is locked by an external
force while the electricity is on, an increase in coil
temperature will be prevented by temporarily turning off the
electrical power to the motor. The fan will automatically
restart when the locked rotor condition is released.

MPolarity Protection
4, SAFETY
SAFETY UL CUR TUV CE
NO. E77551 E77551 v v
BB
SUNONWEALTH

Page 4 of 14




MODEL : MF50151V3-1000U-A99

PERFORMANCE CURVES

Page 5 of 14
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Wykonawca: AVL Spéika z o.0. ul.

il Matuszewska 20 lok. 131
[N 03-876 Warszawa

professional

AP-TECH Spétka z o0.0. ul.

Podwykonawca: ) .
Juliana Tuwima 15
b N 22-400 Zamos¢

AP-TECH

ZGLOSZENIE ELEMENTOW DO ZATWIERDZENIA

Obiekt: Data :

Lornety Oka Czasu 09.03.2022

DOKUMENTACJA PROJEKTOWAi ST: Nr:
04/ZE/OT_LOC

Dostawa, montaz i konfiguracja urzgdzen multimedialnych, tzw. Strona / Stron 1/1
,Lornet Oka Czasu”

Zakres zgtoszenia materiatu: REWIZJA : 1

Elementy komputera umieszczonego w gldéwnej szafie elektrycznej | e,

Lp. Nazwa elementu Zataczone dokumenty
1. Procesor Intel Core i5 9600K

2. Plyta gtowna MSI MPG Z3901 GAMING EDGE AC

3. Chtodzenie procesora: SilentiumPC Chtodzenie CPU - Spartan 3 PRO 1

HE1024

Karta graficzna: MSI GeForce RTX 2080 SUPER VENTUS XSOC8GB |1

5. Pami¢¢ RAM: HyperX DDR4 HyperX Predator 8GB/2666 CL13 16GB |1

2x8GB

6. Dysk SSD: GOODRAM CX400 512GB 1

7. Zasilacz: Be quiet! System Power 9 700W 80+Bronze 1

8. Obudowa: Thermaltake Core V1 1
Dokumenty pomocnicze:
Uwagi:
Decyzja Inzyniera: [1* Zatwierdzenie [1*  Oddalenie

Ztozono / Podpisano Zaakceptowano / Podpisano
(AP-Tech Spotka z 0.0.) (AVL Spoétka z 0.0.)

* - zaznacz wlasciwe




Intel® Core™ i5-9600K Processor

9M Cache, up to 4.60 GHz

Essentials

Product Collection 9th Generation Intel® Core™ i5 Processors
Code Name Products formerly Coffee Lake

Vertical Segment Desktop

Processor Number i5-9600K

Status Launched

Launch Date Q4'18

Lithography 14 nm

Included Items

Please note: The boxed product does not include a

fan or heat sink

Use Conditions

PC/Client/Tablet

Recommended Customer Price

$262.00 - $263.00

Performance

# of Cores 6

# of Threads 6

Processor Base Frequency 3.70 GHz
Max Turbo Frequency 4.60 GHz
Cache 9 MB SmartCache
Bus Speed 8 GT/s DMI3
TDP 95 W
Supplemental Information

Embedded Options Available No
Description View now
Datasheet View now
Memory Specifications

Max Memory Size (dependent on memory

type) 128 GB
Memory Types DDR4-2666
Max # of Memory Channels 2

Max Memory Bandwidth 41.6 GB/s
ECC Memory Supported ¥ No

Processor Graphics

Processor Graphics

Intel® UHD Graphics 630

Graphics Base Frequency

350 MHz

Graphics Max Dynamic Frequency 1.15GHz
Graphics Video Max Memory 64 GB

4K Support Yes, at 60Hz

Max Resolution (HDMI 1.4)% 4096x2304@24Hz



https://ark.intel.com/content/www/us/en/ark/products/series/134902/9th-generation-intel-core-i5-processors.html
https://ark.intel.com/content/www/us/en/ark/products/codename/97787/coffee-lake.html
https://www.intel.com/content/www/us/en/architecture-and-technology/engineering-new-protections-into-hardware.html
https://www.intel.com/content/www/us/en/processors/core/core-technical-resources.html

Max Resolution (DP)* 4096x2304@60Hz
Max Resolution (eDP - Integrated Flat Panel)¥ | 4096x2304@60Hz
DirectX* Support 12

OpenGL* Support 4.5

Intel® Quick Sync Video Yes

Intel® InTru™ 3D Technology Yes

Intel® Clear Video HD Technology Yes

Intel® Clear Video Technology Yes

# of Displays Supported * 3

Device ID Ox3E98
Expansion Options

Scalability 1S Only

PCI Express Revision 3.0

PCl Express Configurations ¥ Up to 1x16, 2x8, 1x8+2x4
Max # of PCl Express Lanes 16

Package Specifications

Sockets Supported FCLGA1151

Max CPU Configuration 1

Thermal Solution Specification PCG 2015D
TJUNCTION 100°C

Package Size

37.5mm x 37.5mm

Advanced Technologies

Intel® Optane™ Memory Supported ¥ Yes
Intel® Turbo Boost Technology 2.0
Intel® vPro™ Platform Eligibility * Yes
Intel® Hyper-Threading Technology No
Intel® Virtualization Technology (VT-x) ¥ Yes
Intel® Virtualization Technology for Directed

I/O (VT-d) * Yes
Intel® VT-x with Extended Page Tables (EPT) + | Yes
Intel® TSX-NI Yes
Intel® 64 Yes
Instruction Set 64-bit

Instruction Set Extensions

Intel® SSE4.1, Intel® SSE4.2, Intel® AVX2

Idle States

Yes

Enhanced Intel SpeedStep® Technology Yes
Thermal Monitoring Technologies Yes
Intel® Identity Protection Technology * Yes
Intel® Stable Image Platform Program (SIPP) | Yes
Security & Reliability

Intel® AES New Instructions Yes
Secure Key Yes




Intel® Software Guard Extensions (Intel®
SGX)

Yes with Intel® ME

Intel® Memory Protection Extensions (Intel®

MPX) Yes
Intel® OS Guard Yes
Intel® Trusted Execution Technology * Yes
Execute Disable Bit f Yes
Intel® Boot Guard Yes




- MOTHERBOARD @

GAME IN STYLE

FEATURE

Core Boost
gggET With premium layout and fully digital power design to support
more cores and provide better performance.

Twin Turbo M.2

0
ST

COREBops ;-

A2 5 g o’ ODR By

TLUTN
AN/ =/=/m) With 2 x M.2 slots. Running at PCI-E Gen3 x4 maximizes

WA performance for NVMe based SSDs.

MPG Z380 &2 .
GAMING EDGEAE e =~

«

Intel Turbo USB 3.1 Gen2

INTEL TURBO
—{E

Powered by Intel, ensure an uninterrupted connection with
more stability and fastest USB speeds.

U5B 3.1 GEN2

DDR4 Boost
SBE.‘_;’T Advanced technology to deliver pure data signals for the
SPECIFICATION best gaming performance and stability.
Audio Boost
gﬂBﬁ? Reward your ears with studio grade sound quality for the
Model Name MPG Z3901 GAMING EDGE AC most immersive audio experience.
CPU Support Supports 9"/ 8" Gen Intel® Core™ / Pentium® Gold /
Celeron® processors EZ Debug LED
CPU Socket LGA 1151
Chipset Intel® Z390 Chipset E Z Easiest way to troubleshoot.
Graphics Interface 1 x PCI-E 3.0 x16 slot PESHEEES
Display Interface DisplayPort, HDMI - Requires Processor Graphics
Memory Support 2 DIMMs, Dual Channel DDR4-4600(OC)
Storage 2 x M.2 slots, support Intel® Optane™ Technology
4 x SATA 6Gb/s
USB Ports 2x USB 3.1 (Gen2) + 4 x USB 3.1 (Gen1) + 4 x USB 2.0
LAN Realtek® 8111H Gigabit LAN
Wireless / BT Intel® Wireless-AC 9462, Bluetooth 5.0
Audio 8-Channel (7.1) HD Audio with Audio Boost
Form Factor Mini-ITX
CONNECTIONS
? 1. DisplayPort 6. USB 3.1 Gent
T % - el 2. LAN 7. USB 3.1 Gen2
- - Q ;8 g‘ 3. HD Audio Connectors 8. Wirgless / Bluetooth
] | = Q‘ ™10 4. USB2.0 9. Optical S/PDIF out
5. HDMI

T R I ' E AM I N E © 2018 Micro-Star Int'l Co.Ltd. MSI is a registered trademark of Micro-Star Int'l Co.Ltd. All rights reserved. Intel, the Intel logo, the Intel Inside logo and Intel Core are trademarks of Intel Corporation or its
subsidiaries in the U.S. and/or other countries.

Generated 2020-06-18, check for the latest version www.msi.com/datasheet. The information provided in this document is intended for informational purposes only and is subject to change without notice.


https://asset.msi.com/pdf/main/pl/presale_v2/MPG-Z390I-GAMING-EDGE-AC
https://www.msi.com
https://www.msi.com
https://pl.msi.com/Motherboard/MPG-Z390I-GAMING-EDGE-AC.html

e SILENTIUMPC Spartan 3 PRO HE1024
CPU COOLER INSTALLATION

4-PIN PWM




Dane techniczne:

KOO PRODUIKTL: SPC146 WENTYLATOR [MM]: 100

EAM: 5904730204408 OEROTY WENTYLATORA [RPM]: 800 = 2000 = 10%
WYMIARY PROOUKTU [MM]: 135x106=77 LOZYSKD WENTYLATORA: HYDRAULICZMNE [HES]
WYMIARY OPAKOWANIA [MM]: 171=138=103 ZYWOTNOSC WENTYLATORA [H]: 50 000

WAGA NETTO [G]: 480 WTYCZKA WENTYLATORA: 4 AN PWM

WaAGA BRUTTO [G]: 5390 CWARANCIA [M]: 24

WSPOLCZYNMIK TDP [W]: 150 PASTA TERMICZMA [MODEL]: PACTUM PT-1

RURKI CIEPLME [SZT]: 4 SPOSOB MONTAZL: DO KOSZYkKA
WENTYLATORY W ZESTAWIE [SZT]: 1 KOMPATYBILMNOSC Z CIEKEYM METALEM:  MIE

KOMPATYBILNOSC INTEL:

LGA 1200 / 1151 / 1150 / 1155 / 1156 TAK LGA 2066 / 2011-3 / 2011 NIE
LGA 1366 NIE LGA 775 TAK
KOMPATYBILNOSC AMD:

AM4 TAK AM3[+] / AM2([+]) / FM2[+] / FM1 TAK
TR4 NIE

STEROWANIE RGB PRZEZ PLYTE GLOWNA:

ASROCK POLYCHROME SYNC [4-PIN RGB] NIE ASUS AURA [4-PIN RGE] MIE
BIOSTAR VIVID LED [4-PiN RGE) MIE EVEA RGEE HEADER [4-PIN RGE] MIE
GIGABYTE AGE [4-PIiN RGE) MIE GIGABYTE RGE FUSION [5-PIN RGEW) MIE

MSI MYSTIC LIGHT [4-FiN RGE) MIE



GRAPHICS CARD
J¥2S7 GeForce RTX 2080 SUPER VENTUS [===]
XS OC

SPECIFICATION FEATURE
Model Name GeForce® RTX 2080 SUPER™ VENTUS XS OC DUAL FAN THERMAL DESIGN
Graphics Processing Unit  NVIDIA® GeForce® RTX 2080 SUPER™ )
Dual fans covers more area of heatsink to take heat away more
Interface PCI Express x16 3.0 .
: efficiently.
Cores 3072 Units
Core Clocks Boost:1830 MHz
TORX FAN 2.0
Memory Speed 15.5 Gpbs
Memory 8GB GDDR6 Award-winning fan design combining two different fin designs
Memory Bus 256-bit for cool & quiet gaming.
Output DisplayPort x 3 (v1.4) / HDMI 2.0b x 1
HDCP Support 22 SOLID BACKPLATE
Power consumption 250 W . .
- - Increases toughness of the card to prevent bending while
Power connectors 6-pinx 1/8-pinx 1 | ing the desi
Recommended PSU 650 W complementing the aesign.
Card Dimension(mm) 257 x 127 x 51mm OC PERFORMANCE
Weight (Card / Package) 9629/ 1447 g -
DirectX Version Support 12 API ,": = MSI OC graphics cards are equipped with higher clock speeds
OpenGL Version Support 4.5 out of the box for increased performance.
Multi-GPU Technology NVIDIA® NVLINK™ (SLI-Ready), 2-way
Maximum Displays 4 MSI Afterburner

VR Ready Y y The ulti locki f ith |
G-SYNC® technology v g ultimate overf: ocking software V.Vlt advanced contro
options and real-time hardware monitor.

Adaptive Vertical Sync Y
Digital Maximum 7680 x 4320
Resolution VR Ready
Ma Certified to provide the performance required for a smooth
CONNECTIONS experience in your VR adventures.
[ ey 1. DisplayPort NVIDIA® G-SYNC®

G-SYNC Gives you more of what you want in a gaming experience.
Incredibly smooth, tear-free gameplay at refresh rates up to 240
Hz.

rdf— i

T R LI E A M I N G © 2018 Micro-Star Int'l Co.Ltd. MSI is a registered trademark of Micro-Star Int'l Co.Ltd. All rights reserved. © 2016 NVIDIA, the NVIDIA logo, GeForce, SHIELD, and NVIDIA G-SYNC are trademarks and/or
registered trademarks of NVIDIA Corporation in the U.S. and other countries.

Generated 2019-09-03, check for the latest version www.msi.com/datasheet. The information provided in this document is intended for informational purposes only and is subject to change without notice.


https://asset.msi.com/pdf/main/global/presale_v2/GeForce-RTX-2080-SUPER-VENTUS-XS-OC
https://www.msi.com
https://www.msi.com
https://.msi.com/Graphics-Card/GeForce-RTX-2080-SUPER-VENTUS-XS-OC.html
https://.msi.com/Graphics-Card/GeForce-RTX-2080-SUPER-VENTUS-XS-OC.html

Memory Module Specifications

HX426C13PB3K2/16
16GB (8GB 1G x 64-Bit x 2 pcs.)
DDR4-2666 CL13 288-Pin DIMM

AT e o L T R R

DESCRIPTION

HyperX HX426C13PB3K2/16 is a kit of two 1G x 64-bit (8GB)
DDR4-2666 CL13 SDRAM (Synchronous DRAM) 1Rx8,
memory module, based on eight 1G x 8-bit FBGA components
per module. Each module kit supports Intel® Extreme
Memory Profiles (Intel® XMP) 2.0. Total kit capacity is
16GB. Each module has been tested to run at DDR4-2666 at a
low latency timing of 13-15-15 at 1.35V. The SPDs are
programmed to JEDEC standard latency DDR4-2400
timing of 17-17-17 at 1.2V. Each 288-pin DIMM uses gold
contact fingers. The JEDEC standard electrical and
mechanical specifications are as follows:

XMP TIMING PARAMETERS

*JEDEC: DDR4-2400 CL17-17-17 @1.2V
*XMP Profile #1: DDR4-2666 CL13-15-15 @1.35V
*XMP Profile #2: DDR4-2400 CL12-14-14 @1.35V

hyperxgaming.com

PRED3TOR

SPECIFICATIONS

CL(IDD) 17 cycles
Row Cycle Time (tRCmin) 45.75ns(min.)
Refresh to Active/Refresh 350ns(min.)
Command Time (tRFCmin)

Row Active Time (tRASmin) 32ns(min.)
Maximum Operating Power TBD W*

UL Rating 94V-0
Operating Temperature 0°Cto +85°C

Storage Temperature -55° C to +100° C

*Power will vary depending on the SDRAM used.

FEATURES
« Power Supply: VDD = 1.2V Typical

+VDDQ = 1.2V Typical

* VPP - 2.5V Typical

« VDDSPD = 2.25V to 3.6V

« On-Die termination (ODT)

« 16 internal banks; 4 groups of 4 banks each

« Bi-Directional Differential Data Strobe

« 8 bit pre-fetch

« Burst Length (BL) switch on-the-fly BL8 or BC4(Burst Chop)
* Height 1.661” (42.20mm)

Continued >>

Document No. 4808011-001.A00 06/09/17 Page 1l
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MODULE WITH HEAT SPREADER
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MODULE DIMENSIONS

All measurements are in millimeters.
(Tolerances on all dimensions are +0.12 unless otherwise specified)

133.35
129.55 "
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+ "
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The product images shown are for illustration purposes only and may not be an exact representation of the product.
Kingston reserves the right to change any information at anytime without notice.

FOR MORE INFORMATION, GO TO WWW.KINGSTON.COM/HYPERX

All Kingston products are tested to meet our published specifications. Some motherboards or system configurations may not operate at the
published HyperX memory speeds and timing settings. Kingston does not recommend that any user attempt to run their computers faster than
the published speed. Overclocking or modifying your system timing may result in damage to computer components.

HyperX is a division of Kingston. Document No. 4808011-001.A00 Page 2
©2017 Kingston Technology Corporation, 17600 Newhope Street, Fountain Valley, CA 92708 USA.
All rights reserved. All trademarks and registered trademarks are the property of their respective owners. hyperxgaming.com



SOLID STATE DRIVE

GOODRAM CX400

Gtéwne cechy @
Pamie¢ NAND flash w technologii 3D RAM

10x szybszy od dysku twardego SOLIDCS)'(I'QBI(E)DRIVE
Pojemnosciod 128GB do 1TB

3-letnia gwarancja z bezptatnym wsparciem technicznym

Wydajnos¢
128GB 256GB 512GB 1TB (1024GB)
Sekwencyjny odczyt danych (maks.)' 550 MB/s 550 MB/s 550 MB/s 550 MB/s
Sekwencyjny zapis danych (maks.)' 450 MB/s 490 MB/s 490 MB/s 490 MB/s
Losowy odczyt danych (4k QD64) (maks.)? TBA 65000 I0OPS 77 500 IOPS TBA
Losowy zapis danych (4K QD64) (maks.)? TBA 82 500 IOPS 85000 IOPS TBA
Parametry fizyczne
Pojemnosci® 128GB, 256GB, 512GB, 1TB (1024GB)
Wymiary 2,5", wysokos¢ 7mm
Interfejs SATA I (6 Gb/s).
Pamiec¢ flash 3D NAND
Kontroler Phison PS3111-S11
Niezawodnos¢
Technologie SmartECC™, SmartFlush™, Guaranteed Flush™, SmartZIP™
MTBF 2 000 000 godzin
Temperatura Pracy: 0 ~ 70°C; Przechowywania: -45 ~ 85°C
Gwarancja 3 lata z bezptatnym wsparciem technicznym
Dane logistyczne
Produkt Pojemnos¢ Opakowanie P/N EAN
128 GB SSDPR-CX400-128 5908267922972
256 GB . . SSDPR-CX400-256 5908267922927
CX400 SSD Blister;
512 GB zawiera SSD SSDPR-CX400-512 5908267922934
1TB (1024 GB) SSDPR-CX400-01T 5908267922989

1Bazuje na testach przeprowadzonych w Crystal Disk Mark 3.0.3 na nowym SSD. Faktyczne parametry moga rézni¢ sie w zaleznosci od konfiguracji komputera | zuzycia SSD
3Bazuje na testach przeprowadzonych w lometer na nowym SSD. Faktyczne parametry moga réznic sie w zaleznosci od konfiguracji komputera | zuzycia SSD.
3Pojemnosci pamieci masowej dla SSD GOODRAM, przedstawione sg w wartosciach decymalnych. Oznacza to, ze 1GB odpowiada 1 000 000 000 bajtéw.

GOODRAM zastrzega sobie prawo do wprowadzenia zmian w specyfikacji w kazdym momencie, bez wczesniejszej informacji
Product Sheet | GOODRAM CX400 SSD | V1.0 | © Wilk Elektronik SA — GOODRAM



be quiet!

GERMANY’S NO. 1
| PSU MANUFACTURER

SYSTEM POWER 9

PROVEN RELIABILITY AND GOOD EFFICIENCY

700w CM - 600W CM - 500W CM - 400W CM

ANWENDUNGSBEREICHE HIGHLIGHTS

Office-Anwendungen 80 PLUS® Bronze Effizienz
Gaming-PCs im Einstiegssegment DC/DC-Technologie
Multi-GPU-Systeme Multi-GPU-Fahigkeit
Multimedia- und Home-Theater-Systeme Leiser Betrieb

Bewadhrte Zuverldssigkeit und gute Effizienz

Die be quiet! System Power 9 Serie bietet den fir be quiet! bekannten zuverldssigen und leisen Betrieb und ist perfekt
geeignet fur den preisbewussten PC-Bau.

= Zwei starke 12V-Leitungen

= Stabile Laufleistung dank der DC/DC-Technologie

= Bis zu vier PCI-Express-Anschliisse flr leistungsstarke Multi-GPU-Systeme
= Leiser, temperaturgesteuerter 120mm Qualitatslifter

= Stand-by-Verbrauch von weniger als 0,15 Watt

= 80 PLUS Bronze Effizienz von bis zu 89%

= Teilmodulare, hochwertig ummantelte und Flachband-Kabel

= All-in-one-Kabel mit SATA-, HDD- und FDD-Steckern

= Komplette Ausstattung mit Top-Sicherheitsfunktionen

= Erflillt die Intel® C6/C7, ErP und Energy Star 6.1 Richtlinien

= 3 Jahre Herstellergarantie

= Produktkonzeption, Design und Qualitatskontrolle in Deutschland

Einfach die ideale Kombination aus Leistung, Laufruhe und Effizienz.

BRONZE

*Beruhend auf der jéhrlichen PC Games Hardware Wahl zum ,Hersteller des Jahres“ (2006 - 2017) und Absatzdaten der GfK (2007 - 2019)



SYSTEM POWER 9

PROVEN RELIABILITY AND GOOD EFFICIENCY

be quiet!

chnische Daten »

Modell 700W CM 600W CM 500W CM 400W CM
Netzspannung (Vac) / -frequenz (Hz) 200-240/50 200-240/50 200-240/50 200-240/50
Abmessungen (L x B x H in mm) 140 x 150 x 86 140 x 150 x 86 140 x 150 x 86 140 x 150 x 86
ATX 12V 2.4/ EPS 12V 2.92 vilv viv v /- v /-
Qualitétsliifter (mm) 120 120 120 120

= E::”S"he”t"‘”c”“"g (dB(A) @20/50/100% 10,6/154/317 9,2/12,8/312 11,1/13,6/28,2 9,5/10,4/18,6

§ 12V-Leitungen 2 2 2 2

<j,: PFC active active active active
Effizienz (%) bei 230V 80 PLUS Bronze 230V EU 80 PLUS Bronze 230V EU 80 PLUS Bronze 230V EU 80 PLUS Bronze 230V EU

internal / bis zu 89% internal / bis zu 89% internal / bis zu 89% internal / bis zu 89%

Energy Star 6.1 compatible v v v v
ErP ready / Power in Stand-by (W) v /0,15 v /0,15 v /0,15 v /0,15
OCP, OVP, UVP, SCP, OPP, OTP v v v v
Lebensdauer des Liifters @ 25°C (Std.) 100.000 100.000 100.000 100.000
Kabelanzahl 6 6 5 5

E Maximale Kabelldnge (cm) 91 91 91 91

~ Lé&nge ATX-Verbindungskabel (cm) 55 55 55 45
Ummantelte Kabel v v v v
ATX-Mainboard (20+4-Pin) v v v v

% PCI-Express (6+2-Pin) 4 4 2 2

g P8-/ P4-Anschluss 1x P4+4 1x P4+4 1x P4+4 1xP4+4

%’ S-ATA (5-Pin) 6 6 6 5
P-ATA (4-Pin) 2 2 2 2

Ausgangsdaten »

AC Input 200-240Vac 50Hz 6A AC Input 200-240Vac 50Hz 4A
DC Output | 3.3V | 5V 12V1 12V2 -12V | 5VSB DC Output | 3.3V | 5V 121 12V2 -12V | 5VSB
SYSTEM 250 SYSTEM 24A 20A
POWER 9 Max. Current | 24A | 15A 0.3A| 3A POWER 9 Max. Current | 24A | 15A 0.3A 3A
700W CM 56A 500W CM 38A
Max. Com- 130W 672W 3.6W | 15W Max. Com- 110W 456W 3.6W | 15W
bined Power 700W bined Power 500W
AC Input 200-240Vac  50Hz 6A AC Input 200-240Vac  50Hz 4A
DC Output 3.3V 5V 12V1 12v2 -12V | 5VSB DC Output 3.3V 5V 12V1 12V2 -12V | 5VSB
SYSTEM 28A 22 SYSTEM 22 18A
POWER 9 Max. Current | 24A | 15A 0.3A 3A POWER 9 Max. Current | 24A | 15A 0.3A | 3A
600W CM 48A 400W CM 32A
Max. Com- 120W 576W 3.6W | 15W Max. Com- 103W 384W 3.6W | 15W
bined Power 600W bined Power 400W

Version: 07/2019

Wir iibernehmen keine Verantwortung fiir eventuelle Tippfehler. Abbildungen &hnlich.

bequiet.com



be quiet!

SYSTEM POWER 9

PROVEN RELIABILITY AND GOOD EFFICIENCY

Kabel »
Kabelldnge bis zum ersten Stecker
700W CM 600W CM 500W CM 400W CM
4-pin
20-pin 24-pin 550mm 550mm 550mm 450mm
/EE 12V P4-connector ) 1oy pg-
\EE 12V P4-connector | connector 600mm 600mm 600mm 600mm
PCle (6+2-pin)
500mm 500mm 500mm 500mm
150 mm % PCle (6+2-pin) 2x 2x
S-ATA S-ATA [ S-ATA
@ M m m EE HDD 550mm 550mm 550mm 550mm
S-ATA S-ATA S-ATA
g m m M E—E D 350mm 350mm 350mm -
S-ATA S-ATA
é: m m 3 HoD
- - - 350mm
P 120mm : 120mm : 120mm : 120mm 120mm

Logistische Daten »

Zertifizierungen »

Region | Modell | Artikel Nr. | EAN-Code | ; S, Tooe Aoproves

EU System Power 9 400W CM | BN300 4260052187210 A A — . ‘

EU System Power 9 500W CM BN301 4260052187227 TUVRheinland

EU System Power 9 600W CM | BN302 4260052187234 ) I5Sssecsesre o

EU System Power 9 700W CM | BN303 4260052187241 E
AU System Power 9 400W CM | BN918 4260052187449 & E H [

AU System Power 9 500W CM | BN919 4260052187456 _—
AU System Power 9 600W CM | BN920 4260052187463

AU System Power 9 700W CM | BN921 4260052187470 Kontakt »

Version: 07/2019
Wir iibernehmen keine Verantwortung fiir eventuelle Tippfehler. Abbildungen &hnlich.

Service-Hotline: +49 40 7367 686 44
(Mo. - Fr., 09:00 - 17:30 Uhr, MEZ)

be quiet! Hauptsitz

Listan GmbH . ) )

Biedenkamp 3A E-Mail: service@bequiet.com

21509 Glinde Besuchen Sie den Servicebereich auf
Deutschland bequiet.com fiir Informationen zu lhrem

regionalen Servicekontakt.

bequiet.com



Thermaltake
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Specification

Accessory

Figure

O @ o e e @B
??gf?TT%

Model
Case Type

Dimension (H*W*D)

Material

Drive Bays
-Hidden

Expansion Slots
Motherboard
1/0 Port

Cooling System

Fan Support

Radiator Support

Clearance

Parts Name

3.5” HDD Rubber
Screw #6-32x 11 mm

Screw M3 x 6 mm

Screw M3 x 7 mm
Screw #6-32 x5 mm

Screw @5 x 10 mm
Screw #6-32x 6 mm

PSU Rubber

Cable Tie

Core V1
Mini Case

276 x 260 x 316 mm
(10.9x10.2x12.4 inch)

SPCC

2x3.5",2x2.5"

2

6.7"x6.7" (Mini ITX)
USB 3.0 x 2, HD Audio x 1

Front (intake) :
200 x 200 x 30 mm fan (800rpm, 13dBA)

Front:

1x120mmor 1 x 140mmor 1 x200mm
Rear:

2x80mm

Front:
1x120mmor 1 x 140mm

CPU cooler height limitation: 140mm

VGA length limitation: 2565mm (Inner chassis)
285mm (Outer chassis)

PSU length limitation: 200mm

Q'ty Used for
8 3.5"HDD
8 3.5"HDD
8 2.5"HDD (Bottom)
4 2.5"HDD (Side)
4 Motherboard
12 Fan
4 PSU
2 PSU (Bottom)

4 Cable Management



Warning and Notice

CPU Cooler Height Limitation

Ut

<140 mm

Warning!!
- Height limit for the CPU heatsink:
The height limit for the CPU heatsink is 140 mm (5.5 inches).
- Length limit for the VGA (graphics card):
The length limit for the VGA (graphics card) is 255 mm (10 inches).

Warnung!!
- Héhenbeschrankung fiur CPU-Kihler:
Die Hohenbeschrankung fiir den CPU-Kihler liegt bei 140 mm (5,5 Zoll).
- Langenbeschrankung fur die VGA (Grafikkarte):
Die Langenbeschrankung fir die VGA (Grafikkarte) betragt 255 mm (10 Zoll).

Avertissement !
- Hauteur limite du dissipateur thermique du processeur :

- Longueur limite de la carte VGA (carte graphique) :
La longueur limite de la carte VGA (carte graphique) est de 255 mm (10 pouces).

Precaucion
- Limite de altura para el disipador de calor de la CPU:

El limite de altura para el disipador de calor de la CPU es de 140 mm (5,5 pulgadas).
- Limite de longitud para la tarjeta grafica (VGA):

El limite de longitud para la tarjeta grafica (VGA) en de 255 mm (10 pulgadas).

Attenzione!
- Limite di altezza per il dissipatore di calore della CPU:

Il limite di altezza per il dissipatore di calore della CPU & 140 mm (5,5").
- Limite di lunghezza per la VGA (schede grafiche):

Il limite di lunghezza per la VGA (scheda grafica) & 255 mm (10”).

b <255 mm

La hauteur limite du dissipateur thermique du processeur estde 140 mm (5,5 pouces).

VGA (Add-on card) Length Limitation

o

Atengéol!!
- Limite de altura para o dissipador do CPU:
O limite de altura para o dissipador do CPU é 140 mm (5,5 polegadas).
- Limite de comprimento para VGA (placa grafica):
O limite de comprimento para VGA (placa grafica) € 255 mm (10 polegadas).

BE
- CPUBR 85 iy 7 B2 FR #:

CPUB BN EERHAR140mm(5.5% M),
- VGA (R R ) Y = BE PR 1

VGA(BE T+ RERH H255mm (10K M),

BE
- CPUBUABRM B BRI
CPUBRBNBERH R 140mm (555 ) o
-VGA (EF ) WKERH :

VGA ( &+ ) WKERSIN255mm (10X ) .

BE

-CPUE—hZ U DOBEE HIR:
CPUE—R> VI DBEHRE140mmTY .

-VGA (YT ZT74YUAA—R ) DREFIR:
VGA(JZ74YVAN—R) OREHRIE255mmTT,

Buumanue!
- OrpaHuyeHue no BeicoTe Ans paguatopa LiM.
OrpaHuyeHue no BoicoTe Ans paauatopa LM coctasnsaet 140 mm (5,5 aoima).
- OrpaHuyeHue no gnuHe Ansa nnatel VGA (rpaduyeckas nnara).
OrpaHuyeHnue no gnuxe Ana nnatel VGA (rpadmyeckas nnata) coctasnsieT 255 mm (10 atoiima).

Uyan!!
- CPU s alicisi igin yukseklik siniri:
CPU s alicist igin ytikseklik siniri 140 mm’dir (5,5 ing).
- VGA (grafik karti) igin uzunluk siniri:
VGA (grafik karti) igin uzunluk sinir 255 mm’dir (10 ing).
- Kasaya list 6n fani takiyorsaniz, litfen ilk 5,25” béimesine aygit takmayin.

Adaull

- dpsrfnaugedmsuiadenuas CPU:
dasranrugedmiudndenans CPU da 140 uu. (5.5 119)

- 4A31AAAMEIIEIMTY VGA (N5 AUAAINA):
dadndaariue1d iy VGA (m%ﬂuﬂmwa) Aa 255 uu. (10 51)



Side Panel Disassembly

English/
Remove the screws on the back of the chassis,
and open the side panel.

Deutsch/
Entfernen Sie die Schrauben auf der Riickseite
des Gehéuses und 6ffnen Sie das Seitenteil.

Frangais /
Enlevez les vis a I'arriere du chassis et ouvrez le
panneau latéral.

Espafiol /
Extraiga los tornillos de la parte posterior de la
caja y abra el panel lateral.

Italiano /
Rimuovere le viti sulla parte posteriore dello
chassis e aprire il pannello laterale.

Portugués/
Remova os parafusos na parte de tras da caixa e
abra o painel lateral.

@y
BREBRRERK  BABTH.

A/
HERNSRELRE RS,

BAGE/
Y —EEORUZERYNAL, ¥4 RKNX
LZREET,

Pycckuit /
OTKpyTUTE BUHTbI Ha 3aiHel CTeHKe kopnyca
1 OTKpOWTe GOKOBYIO NaHenb.

Turkge /
Kasanin arkasindaki vidalari gikarin ve yan
paneli agin.

A e /
aaaan3I e undvasn s da
wdidaunaduding

PSU Installation

English /
Place the power supply in proper location and
secure it with screws.

Deutsch/
Installieren Sie das Netzteil an seiner Position und
sichern Sie es mit Schrauben.

Frangais /
Mettez I'alimentation dans le bon endroit et
sécurisez-la avec des vis.

Espafiol /
Coloque el suministro de alimentacion en el lugar
adecuado y asegurelo con tornillos.

Italiano /
Posizionare I'alimentatore in modo appropriato e
fissarlo utilizzando le viti.

Portugués/
Coloque a fonte de alimentagao na devida
localizagéo e aparafuse.

3 Libd
BERUESHEERNUE , TARKEE
#HE,

a3/
oY B IR AR B ARL B2 EE,

BAGE/
BEREBEEYBAICRY NS, RUTEH
ELET,

Pycckuii /
YctaHoBWTe GMNok NUTaHns B Haanexaliee
MEeCTO U 3aKpenuTe ero BUHTamu.

Turkge /
Gug¢ kaynagini uygun konuma yerlestirin ve
vidalarla sabitleyin.

aulng /
Munav e I lusunuefiiunzduualduang
aluuuu
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